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USER MANUAL

1Gen4500

Digital Inverter Generator
Gasoline: 3700 Running Watts | 4500 Peak Watts

DO NOT RETURN THIS PRODUCT TO THE STORE

If you have questions or need assistance, please call customer
service at 855-944-3571.
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All rights reserved. No reproduction allowed in any form
without written permission from Westinghouse Outdoor
Power Equipment, LLC.

/\ WARNING: Operating, servicing, and maintaining
this equipment can expose you to chemicals including
engine exhaust, carbon monoxide, phthalates, and lead,
which are known to the State of California to cause A DANGER
cancer and birth defects or other reproductive harm. To
minimize exposure, avoid breathing exhaust, and wear @ Read this manual before using or performing

gloves or wash your hands frequently when servicing maintenance on this product. Failure to follow
this equipment. For more information go to www. the instructions and safety precautions in this
P65warnings.ca.gov. manual can result in serious injury or death.

DISCLAIMERS SAVE THESE INSTRUCTIONS

All information, illustrations, and specifications in
this manual were in effect at the time of publishing.
The illustrations used in this manual are intended as
representative reference views only. We reserve the right
to make any specification or design change without notice.
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INTRODUCTION

SPECIFICATIONS
Specifications iGen4500
Running Watts: | 3700
Peak Watts: | 4500
Rated Voltage: | 120V
Rated frequency: | 60 Hz
Phase: | Single phase
Total I-_Iarmt_)nic <39%
Distortion:
Engine Displacement: | 224 cc

Starting Type:

Recoil, Electric Start,
Remote

Fuel Capacity:

3.4 Gallons (12.8 Liters)

NOTICE

This product is designed and rated for continuous
operation at ambient temperatures up to 104°F (40°C).
If needed, this product can be operated at temperatures
ranging from 5°F (15°C)—122°F (50°C) for short periods.
If the product is exposed to temperatures outside of this
range during storage, it should be brought back within
this range before operation. This product must always
be operated outdoors in a well-ventilated area and far
away from doors, windows, and other vents.

Maximum wattage and current are subject to and
limited by such factors as fuel BTU content, ambient
temperature, altitude, engine conditions, etc. Maximum
power decreases about 3.5% for each 1,000 feet above
sea level, and will also decrease about 1% for each 10°F

AC Grounding System:

Floating neutral

Fuel Type: | 87-93 octane* (6°C) above 60°F (16°C) ambient temperature.
Oil Capacity: [ 0.63 US gt (0.60 L)
Oil Type: | 10W-30 PRODUCT REGISTRATION
Spark Plug: | 97109 - F7RT_C For trouble-free warranty coverage, it is important to
Spark Plug Gap: 0.024 - 0.032 in. register your Westinghouse generator.
(0.60 - 0.80 mm) .
You can register by:
Valve Intake [ 0.0031 — 0.0047 in
Clearance: | (0.08 — 0.12 mm) . _Completi_ng and mailing the product registration card
- included in the carton.
Valve Exhaust | 0.0051 — 0.0067 in
Clearance: | (0.13 - 0.17 mm)  Registering your product online at:

https://westinghouseoutdoorpower.com/pages/
warranty-registration

Voltage Regulator: | Digital
Alternator Type: | Permanent magnet
Maximum Ambient 104°F (40°C)
Temperature:

Certifications:

- EPA
« CARB
+ CSA Group

*Ethanol content of 10% or less. DO NOT use E15 or E85.

UPDATES

The latest User Manual

for your

westinghouseoutdoorpower.com/pages/manuals

Or scan the following QR code with your smartphone

camera to be directed to the link.

Westinghouse
generator can be found under our support tab. https:/

+ Scanning the following QR code with your smartphone
camera. You will be directed to the mobile registration
link.

Westinghouse Outdoor Power
Warranty registration
777 Manor Park Drive
Columbus, OH 43228

For Your Records
Date of Purchase:

Model Number:

Serial Number:

Place of Purchase:

IMPORTANT: Keep your purchase receipt for trouble-free
warranty coverage.
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SAFETY

SAFETY

SAFETY DEFINITIONS

The words DANGER, WARNING, CAUTION and NOTICE
are used throughout this manual to highlight important
information. Make sure that the meanings of this safety
information is known to all who operate, perform
mantainence on, or are near the generator.

This safety alert symbol appears
with most safety statements. It
means attention, become alert, your
safety is involved! Please read and
abide by the message that follows
the safety alerts symbol.

A DANGER

Indicates a hazardous situation which, if not avoided,
will result in death or serious injury.

A WARNING

Indicates a hazardous situation which, if not avoided,
could result in death or serious injury.

SAFETY SYMBOLS

Follow all safety information contained in this manual
and on the generator.

Symbol

Description

Safety Alert Symbol

Electrocution Hazard

Asphyxiation Hazard

Burn Hazard. Do not touch hot surfaces.

Electrical Shock Hazard

>R >

Fire Hazard

ul
P

Maintain Safe Distance

A CAUTION

Indicates a hazardous situation which, if not avoided,
could result in minor or moderate injury.

NOTICE

Indicates a situation which can cause damage
to the generator, personal property, and/or the
environment, or cause the equipment to operate
improperly.

B

Note: Indicates a procedure, practice or condition
that should be followed for the generator to function
in the manner intended.
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Lifting Hazard

Read Manufacturer’s Instructions

Do Not Operate in Wet Conditions




SAFETY

SAFETY INSTRUCTIONS

CORRECT USAGE

Example location to reduce risk of carbon monoxide poisoning

+ ONLY use outside and downwind, far away
from windows, doors and vents.

+ Direct exhaust away from occupied spaces

T

CO Detectors

in living areas

Only use OUTSIDE and

FAR AWAY from windows, ->
doors, and vents.

INCORRECT USAGE

Do not operate in any of the following locations:

» Near any door, window, or vent
» Garage

+ Basement

+ Crawl Space

+ Living Area

- Attic

+ Entry Way

+ Porch

» Mudroom

Install battery-powered carbon monoxide detectors or
plug-in carbon monoxide detectors with battery back-up
in living areas.

Entryway
Porch
Mud Room

Living Area

Basement
Crawlspace

A DANGER

Using a generator indoors CAN KILL YOU IN MINUTES.
Generator exhaust contains carbon monoxide. This is a
poison you cannot see or smell.

NEVER use inside a home
or garage, EVEN IF doors
and windows are open.

Only use OUTSIDE and far
away from windows, doors,
and vents.

ADANGER

Fire and electrocution hazard. Do not connect to
a building’s electrical system unless the generator
and transfer switch have been properly installed and
the electrical output has been verified by a qualified
electrician. The connection must isolate the generator
power from utility power and must comply with all
applicable laws and electrical codes.

ADANGER

Electrocution hazard. Never use the generator in a
location that is wet or damp. Never expose the generator
to rain, snow, water spray, or standing water while in
use. Protect the generator from all hazardous weather
conditions. Moisture or ice can cause a short circuit or
other malfunction in the electrical circuit.

Westinghouse Outdoor Power Equipment, LLC | 5



SAFETY

GENERAL SAFETY PRECAUTIONS

Never use the generator to power medical support
equipment.

Do not operate the generator when you are tired or
under the influence of drugs, alcohol, or medication.

Do not use generator with electrical cords which are
worn, frayed, bare, or otherwise damaged.

All electrical tools and appliances operated from this
generator must be properly grounded by use of a third
wire or be double-insulated.

When this generator is used to supply a building wiring
system the generator must be installed by a qualified
electrician and connected to a transfer switch as a
separately derived system in accordance with NFPA 70,
National Electrical Code.

If you begin to feel sick, dizzy, or weak while using
the generator, move to fresh air IMMEDIATELY. See a
doctor, as you can have carbon monoxide poisoning.

Only use OUTSIDE and far away from windows, doors,

Wipe spilled fuel from the unit.
Never attempt to burn off spilled fuel.

Never overfill the fuel tank. Leave room for fuel to
expand. Overfilling the fuel tank can result in a sudden
overflow of gasoline and result in spilled gasoline
coming in contact with HOT surfaces.

Spilled fuel can ignite. If fuel is spilled on the generator,
wipe up any spills immediately. Dispose of rag properly.
Allow area of spilled fuel to dry before operating the
generator.

Wear eye protection while refueling.
Never use gasoline as a cleaning agent.

Store any containers containing gasoline in a well-
ventilated area, away from any combustibles or source

of ignition.

GASOLINE AND GASOLINE VAPOR (GAS)

ADANGER

Fire and explosion hazard. Gasoline is highly explosive

and vents as recommended by the US Department
and flammable and can cause severe burns or death.

of Health and Human Services Centers for Disease
Control and Prevention. Your specific home and/or wind
conditions may require additional distance.

+ In case of a gas fire, do not attempt to extinguish the
flame if the fuel valve is in the gas position. Introducing

+ While operating and storing, keep at least 5 feet of an extinguisher to a generator with an open fuel valve
clearance on all sides of the generator, including could create an explosion hazard.

overhead. Allow the generator to cool a minimum of 30 . Gas has a distinctive odor, this will help detect potential
minutes before storage. Heat created by the muffler and leaks quickly.

exhaust gases could be hot enough to cause serious .
burns and/or ignite combustible objects. * Gas vapors can cause a fire if ignited.

+ Gasoline is a skin irritant and needs to be cleaned up

* Do not touch the muiffler or engine. They are very HOT immediately if it comes in contact with the skin.

and will cause severe burns. Do not put body parts or
any flammable or combustible materials in the direct
path of the exhaust.

When starting the generator:

_ _ + Make sure that the fuel cap, air filter, spark plug, fuel
+ Always remove any tools or other service equipment lines, and exhaust system are properly in place.
used during maintenance away from the generator

before operating. + If you spill any gasoline on the tank, allow it to fully

evaporate before operating.

+ Avoid skin contact with engine oil or gasoline. Wear

protective clothing and equipment. Wash all exposed
skin with soap and water.

FUEL SAFETY
+ Store fuel in a container approved for gasoline.

+ Make sure the generator is on a flat surface before
operating.

When transporting or servicing the generator:

+ Disconnect the spark plug wire to prevent accidental
starting.

* Do not smoke when filling the generator with gasoline.  \yhen storing the generator:

+ Do not allow the generator’s gas tank to overflow when

filling. + Store away from sparks, open flames, pilot lights, heat,

and other sources of ignition.
+ Shut down the engine and allow it to cool for five

minutes before adding gasoline or oil to the generator. * Do not store gas near furnaces, water heaters, or any

other appliances that produce heat or have automatic
+ Never remove the fuel cap when the generator is ignitions.
running. Shut off the engine and allow the unit to cool
at least five minutes. Remove the fuel cap slowly to
release pressure, keep fuel from escaping around the
cap, and to avoid the heat from the muffler igniting fuel

vapors. Tighten the fuel cap securely after refueling.
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SAFETY

SAFETY LABELS AND DECALS

@ Westinghouse
iGen4500

ACEITE DE MOTOR
HUILE MOTEUR

Oil Capacity
Capacidad de accite
Capacité d'hulle

A CAUTION H |4 ATTENTION

HOT “« SUPERFICIES SURFACES
SURFACES CALIENTES CHAUDES

Operate, store, and transport on firm level surface.
Do not rest on exhaust panel. Tilting can cause fuel
spillage.

Opere, almacene y transporte sobre una superficie firme
y nivelada. No descanse sobre el panel de escape.
La inclinacion puede provocar un derrame de combustible.

Utilisez, stockez et transportez sur une surface plane et
ferme. Ne vous appuyez pas sur le panneau d'échappe-
ment. L'inclinaison peut provoquer un déversement de
carburant.

mber 2683
Numéra de contrat

WARNING: Generator exhaust contains carbon monoxide,
a poisonous gas you cannot see or smell.

Read owners manual before using or performing maintenance
on this product. Failure to follow the instructions and safety
precautions In this manual can result In serlous Injury or dea

[ A\ WaRNMG: Cancer an reproductive harm -
i PSMarmings.ca govlproduct
AVERTISSEMENT: Cancer et problémes de
on - www PESarnings.ca.goviproduct Do not operate in wet conditions. Electrical shock may result
ADVERTENCUA: Cincer y daios o sistera |
oL cl e and could be fatal!

Hazardous voltage! Do not connect the AC output to any Indoor wiring.

Voltaje p ) n cableadc

FOR ELECTRICAL EQUIPMENT ONI
SOLO PARA EQUIPO ELECTRICO

POUR MATERIEL ELECTRIQUE
SEULEMENT

@ A DANGER A PELIGRO A DANGER

Using a generator indoors Si usa un generador | Utiliser un générateur

en interiores, a l'intérieur PEUT Fuel is flammable which can cause burns resulting in death DO NOT OVERF!
CANKILL YOU IN MINUTES. | yomipA EN VOUS TUER EN or serious injury. Allow engine to cool at least 2 minutes ey
enerator ex gus cor\ ains POCOS MINUTOS. | QUELQUES MINUTES. before r ling. Do not add fuel above red maximum fill ring G I
carbon monoxide. This is a El eszape del Les gaz d'échappement NA S el 3 h i O £ a
poison you cannot see or smell. | generador contiene | du générateur cyefedditeliioahetofitnging genemtor ™ 12.8L
g‘a?rb‘gﬁlgoéeun ﬁ;r:gn%een(;:gamone El combustible es inflamable, lo que puede provocar quemaduras y
veneno que no tiene | Cest uyn gaz toxique provocar la muerte o lesiones graves. Deje que el motor se enfrie por USE FUEL STABILIZER
@ olor ni se puede ver. | invisible et inodore. lo menos 2 minutos antes de repostar. No agregue combustible por FOR STORAGE
B NUNCA lo use + NE JAMAIS utiliser encima del anillo de llenado maximo rojo. Nunca agregue combustible L e R
NEVER use Only use dentro de una casa | a l'intérieur d'une a un generador caliente o en funcionamiento. UIESEZY psoua Lsssmg“asc -
inside a home | OUTSIDE and | © garaje, AUN silas | maison ou d'un garage, EL USO DEL ESTABILIZADOR DE COMBUSTIBLE
o garage, far away from glslgr;a:bylev::stanas IMIEI‘\IIE %I les por:es et Le carburant est inflammable, ce qui peut provoquer des brilures PARA EL ALMANCENAMEIENTO
EVEN IF doors | windows, - S6lo uselo EN :jvee'a:s_rss son entrainant la mort ou des blessures graves. Laisser le moteur refroidir BN iR GCTANE
and windows | doors, and EXTERIORES y + Utiliser UNIQUEMENT au moins 2 minutes avant de faire le plein. N'ajoutez pas de carburant . 57 OCTANO MINIMUM
are open. vents. lejos de ventanas, alEXTERIEUR et loin au-dessus de |'anneau de remplissage maximum rouge. N'ajoutez ;5 87 OCTANO MINIMO
puertas y dgctos des enétres, portes et jamais de carburant a un générateur chaud ou en marche.
de ventilacion. ventilations.

MANUAL START

Inicio manual | Début manuel

ELECTRIC START
Arranque eléctrico |
Démarrage électrique

REMOTE START
Inicio remoto | Démarrage

Westinghouse Outdoor Power Equipment, LLC | 7



COMPONENTS

COMPONENTS
CONTROL PANEL COMPONENTS

)

(s3¢

AC/CA 120V 30A
TT-30R

AC/CA 120V 20A
5-20R

A#\

AC/CAwwAC/CA

@)

PARALLEL OPERATION oureuTefany RLON

nnnnnnnnnnn

Lo

0 ® e

. Ground Terminal: The ground terminal is used to

externally ground the generator.

120 Volt AC, 20 Amp Duplex NEMA 5-20R
Receptacle: Receptacle can supply a maximum of
20 Amps.

Parallel Operation Outlets:
Westinghouse Inverter  Generator
connected for additional power output.

LED Data Center: Displays remaining run time (F),
power output in KW (P), fuel level in liters (L), voltage
output (V), and lifetime hours.

A compatible
can be

. Overload Reset: The generator inverter will

automatically switch OFF all AC output to protect
the generator if overloaded or if there is a short
circuit in a connected appliance.

. USB Ports: Two-port 5V/2.1A USB outlet. Accepts
Type A USB plugs.

Low Oil LED: Indicates low oil level. When the oll
level in the crankcase falls below the safe operating
limit, the low oil level indicator will illuminate and
the generator will automatically shut off the engine.

. Overload LED: Indicates that the generator is
overloaded. See page 17.

. Output Ready LED: llluminates when the
generator is operating normally. Indicates the
generator is producing electrical power at the
receptacles.

8 | Westinghouse Outdoor Power Equipment, LLC

12.

13.

14.

15.

16.

17.

18.

19.

Fuel Switch: Used to turn gas valve open or closed.

Battery Indicator: Indicates that power is ON. Light
will remain illuminated while the unit is ON.

Battery Charging Port: Used to charge the battery
with the included battery charger.

Main Circuit Breaker: The main circuit breaker
controls total output of all outlets to protect the
generator from overload or short circuit.

Eco Mode: Eco mode minimizes fuel consumption
and noise by adjusting the engine RPM to the
minimum required for the current load.
Push-Button Start/Stop: Push once to
automatically start the engine. Push again to stop
the engine.

Battery Switch: Turns battery ON and OFF. Must be
ON before electric start or remote start.

20 Amp AC Circuit Breaker: Circuit breaker limits
the current that can be delivered through the NEMA
5-20R receptacle to 20 Amps.

30 Amp AC Circuit Breaker: Circuit breaker limits
the current that can be delivered through the NEMA
TT-30 receptacle to 30 Amps.

120 Volt AC, 30 Amp NEMA TT-30R Receptacle:
Receptacle can supply a maximum of 30 Amps.



COMPONENTS

GENERATOR COMPONENTS

Recoil Handle: Pull the recoil handle to manually
start the engine.

1. Fuel Cap: Add unleaded fuel here. Close the cap 6.
until it clicks.

Engine Service Cover: Cover provides access to 7. Control Panel: The control panel contains the
the engine, air cleaner, carburetor, and spark plug. outlets and operational controls.
Transport Wheels: Wheels allow one-handed 8. Oil Access Cover: Cover provides access to the
maneuverability when used with the extendable oil fill cap/dipstick and oil drain plug.
handle. 9. Battery Access Cover: Cover provides access to
4. Extendable Handle: Extend and retract the handle the battery and quick-connect plug.
by pushing the locking button. 10. Muffler and Spark Arrestor: The spark arrestor
5. Carry Handles: Built-in handles allow easy, two- prevents sparks from exiting the muffler.
person transport. 11. Model Information Label: Provides model
serial number, voltage/amps, and power rating
information.
DIGITAL DATA CENTER ' !

Fuel remaining and power output percentage LEDs are
continuously displayed. Push the Mode button to cycle
through the data display modes.

DATA DISPLAY

e
) L

( al

Remaining Run Time:
Displays time remaining
with current fuel level

( J

Gl

Power Output: Fuel level:
Displays electrical power Displays current fuel
output to receptacles in level in liters.

% Power
Output

% Fuel
Remaining

X Pho LB = and power output. kilowatts.
L BE .
- W, W, W
ModeIButton . ‘ ‘ " " . ‘ . ‘ -‘ -‘

bl

Lifetime Hours:

bl

Voltage:

Displays current voltage
output of inverter.

Displays the total run
time of the inverter.

Westinghouse Outdoor Power Equipment, LLC | 9



ASSEMBLY

ASSEMBLY
CARTON CONTENTS
A CAUTION

Weight hazard. Always have assistance when lifting the
generator.

—

. Carefully open the carton.

N

. Remove and save the instruction manual, oil bottle, oil
funnel, spark plug socket wrench, and battery charger.

w»

. Remove and discard the packing tray.

'S

. Unfold the top of the plastic bag enclosing the generator.

(4]

. Carefully cut the vertical corners of the carton to access
the generator.

6. Recycle or dispose of the packaging materials properly.

CARTON CONTENTS

+ User manual

+ Quick Start Guide

+ Remote start key fob (attached to recoil starter)
+ Bottle of SAE 10W-30 Qil

+ Battery charger

+ Spark plug wrench

+ Oil Funnel

« Screwdriver

If any parts are missing, contact our service team at
service@wpowereq.com or call 1-855-944-3571.

INITIAL OIL FILL

NOTICE

THIS GENERATOR HAS BEEN SHIPPED WITHOUT
OIL. Do not attempt to crank or start engine before it has
been properly serviced with recommended oil. Failure to
add engine oil before starting will result in serious engine
damage.

NOTICE

Use of 2-stroke/cycle oil or other unapproved oil types
can cause severe engine damage that is not covered
under warranty.

The included, recommended oil type for typical use is
10W-30 engine oil. If running the generator in extreme
temperatures, refer to the following chart.

10 | Westinghouse Outdoor Power Equipment, LLC
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Ambient temperature

1. On a level surface, remove the oil access cover and oil
dipstick.

2. Using the supplied funnel and oil, add oil into the engine.

Note: As residual oil from the factory may remain in the
engine, add the oil incrementally near the end of the
bottle to prevent overfilling the engine. See Engine
Oil Level Check in the Maintenance section.

3. Replace the oil dipstick and hand-tighten.

4. Replace the oil access cover.
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FUEL

A WARNING

Fire and explosion hazard. Never use a gasoline
container, gasoline tank, or any other fuel item that is
broken, cut, torn or damaged.

ADANGER

Fire and explosion hazard. Do not overfill fuel tank. Fill
only to the red fill ring located in the in-tank fuel screen
filter. Overfiling may cause fuel to spill onto engine
causing a fire or explosion hazard.

A DANGER

Fire and explosion hazard. Never refuel the generator
while the engine is running. Always turn the engine off
and allow the generator to cool for two minutes before
refueling.

NOTICE

Do not use E15 or E85 fuel in this
product. Engine or equipment
damage caused by stale fuel or
the use of unapproved fuels (such
as E15 or E85 ethanol blends) is
not covered by warranty. Only use
unleaded gasoline containing up to
10% ethanol.

FUEL REQUIREMENTS
+ CLEAN, FRESH, unleaded gasoline, 87-93 octane.

+ Up to 10% ethanol (gasohol) is acceptable (where
available; non-ethanol fuel is recommended).

+ DO NOT use E85 or E15.

+ DO NOT use a gas oil mix.

+ DO NOT modify the engine to run on alternate fuels.
+ DO NOT fuel indoors.

+ DO NOT create a spark or flame while fueling.

USING FUEL STABILIZER

Adding a fuel stabilizer (not included) extends the usable
life of fuel and helps prevent deposits from forming that
can clog the fuel system. Follow the manufacturer’s
instructions for use.

Always mix the correct amount of fuel stabilizer to gasoline
in an approved gasoline container before fueling the
generator. Run the generator for five minutes to allow the
stabilizer to treat the entire fuel system.

FILLING THE FUEL TANK
1. Turn the generator OFF and allow to cool for a minimum
of two minutes before fueling.

2. Place the generator on level ground in a well ventilated
area.

3. Clean area around fuel cap and remove the cap slowly.

Only fill the tank from an approved gasoline container.
Make sure the gasoline container is internally clean and
in good condition to prevent fuel system contamination.

4. Slowly add the recommended fuel. Do not overfill. Fill
only to the red maximum fill ring on the fuel screen filter
visible in the filler neck.

Fuel Cap_l. ‘: I I I ‘

Maximum
Fuel Level

Filter

woeen 100
00
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ASSEMBLY

5. Install the fuel cap and tighten until a click is heard.

Fuel can damage paint and plastic. Use caution when
filling the fuel tank. Damage caused by spilled fuel is not
covered under warranty.

Clean the fuel screen filter of debris before and after
each fueling. Remove the fuel screen filter by slightly
compressing it while removing it from the fuel tank.

CONNECT THE BATTERY

1. Push down the battery access cover tab and pull the
cover forward to remove it.

Battery Access
Cover Tab

2. Verify that the rubber battery strap is firmly securing the
battery in place. If loose, pull on the strap and hook it
onto the mounting base.

Note: If the strap is loose behind the battery, remove the
battery, reconnect the strap, replace the battery,
then thread the strap under the battery quick
connect cables.

Battery Strap o

Mounting Base

3. A quick-connect battery plug is pre-installed on the
battery. Remove the cable tie securing the plugs then
push firmly to connect them.

Quick-Connect Plug

12 | Westinghouse Outdoor Power Equipment, LLC

4. Align the tabs on the bottom of the battery access cover
with the generator case then push to reinstall the cover.

Note: The generator is equipped with a battery charging
feature. Once the engine is running, a small charge
will slowly recharge the battery.



OPERATION

OPERATION
GENERATOR LOCATION

Read and understand all safety information before starting
the generator.

A DANGER

Using a generator indoors CAN KILL YOU IN MINUTES.
Generator exhaust contains carbon monoxide. This is a
poison you cannot see or smell.

NEVER use inside a home
or garage, EVEN IF doors
and windows are open.

Only use OUTSIDE and far
away from windows, doors,
and vents.

NEVER operate the generator inside any building, including
garages, basements, crawlspaces, sheds, enclosure, or
compartment, including the generator compartment of a
recreational vehicle.

A DANGER

Electrocution hazard. Never use the generator in a
location that is wet or damp. Never expose the generator
to rain, snow, water spray, or standing water while in
use. Protect the generator from all hazardous weather
conditions. Moisture or ice can cause a short circuit
or other malfunction in the electrical circuit. Using a
generator or electrical appliance in wet conditions, such
as rain or snow, or near a pool or sprinkler system, or
when your hands are wet, could result in electrocution

A WARNING

Fire hazard. Only operate the generator on a solid, level
surface. Operating the generator on a surface with loose
material such as sand or grass clippings can cause debris
to be ingested by the generator that could block cooling
vents or the air intake system. Allow the generator to
cool for 30 minutes before transport or storage.

The generator should be on a flat, level surface at all times
(Even while not in operation). The generator must have
at least 5 ft. (1.5 m) of clearance from all combustible
material.

Do not operate the generator in the back of a SUV, camper,
trailer, truck bed (regular, flat, or otherwise), under stairs,
next to walls or buildings, or in any other location that will
not allow for adequate cooling of the generator and/or the
muffler. DO NOT contain generators during operation.

ADANGER

Asphyxiation hazard. Place the generator in a well-
ventilated area. DO NOT place the generator near vents
or intakes where exhaust fumes could be drawn into
occupied or confined spaces. Carefully consider wind
and air currents when positioning generator.

GROUNDING

A WARNING

Shock hazard. Failure to properly ground the generator
can result in electric shock.

The generator neutral is floating. The generator ground
terminal is connected to the frame of the generator, the
metal non-current-carrying parts of the generator, and
the ground terminals of each receptacle. The generator
(stator winding) is isolated from the frame and from the
AC receptacle ground pin. Electrical devices that require
a grounded receptacle pin connection may not function
properly.

If this generator will be used only with cord and plug
equipment connected to the receptacles mounted on the
generator, National Electric Code does not require that
the unit be grounded. However, other methods of using
the generator may require grounding to reduce the risk of
shock or electrocution.

Before using the ground terminal, consult a qualified
electrician, electrical inspector, or local agency having
jurisdiction for local codes or ordinances that apply to the
intended use of the generator.

Only use grounded 3-prong extension cords, tools, and
appliances, or double-insulated tools and appliances.

HIGH ALTITUDE OPERATION

Engine power is reduced the higher you operate above sea
level. Output will be reduced approximately 3.5% for every
1000 feet of increased altitude from sea level.

High altitude adjustment is required for operation at
altitudes over 2000 ft. (762 m). Operation without this
adjustment will cause decreased performance, increased
fuel consumption, and increased emissions. Operation of
the engine at altitudes below 2,000 ft. (762 m) with the high
altitude kit is not recommended.

Do not operate the generator at altitudes below 2,000
ft. (762 m) with the high altitude kit installed. Engine
damage may occur.

High Altitude Carburetor Kit: Part# 518913-01
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REMOTE START
A WARNING

Verify that the area around the generator is clear before
remote starting the generator.

The remote start key fob included with the generator should
be attached to the recoil handle or control panel. If your
unit was shipped without a key fob, contact Westinghouse
customer service.

The generator can be started remotely from up to 99 feet
(30 meter) using the remote start key fob.

Note: As the batteries in the remote start key fob drain,
operational distance will decrease.

Remote replacement batteries: (2) CR2016
Replacement remote: Part# 130172

REPROGRAMMING THE REMOTE START

If the remote start key fob is replaced or needs re-paired to
the generator, follow this procedure.

1. Turn the generator battery switch to the ON position.

2. Push and hold the ON/OFF button for 10 seconds, then
release. The start indicator light will flash green.

ON/ OFF
Button

Start
Indicator

Battery
Switch

START
@ Ac/casia  AC/CAI120V20A  NpiCATOR

3. Push the ON button on the remote start key fob. It will
pair with generator automatically and the start indicator
light on the generator will stop flashing.

Key Fob
co—
Activation Light

@o—\\— OFF Button
2

ON Button
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FUEL SWITCH
Turn the fuel switch fully to the right for gasoline operation.

Turn the fuel switch fully to the left to shut the fuel valve
OFF.

BREAK-IN PERIOD

For proper break-in, do not exceed 50% of the rated
running watts (1850 watts) during the first five hours of
operation.

Vary the load occasionally to allow stator windings to heat
and cool and help seat the piston rings.

FREQUENCY OF USE

If the generator will be used on an infrequent or intermittent
basis (more than one month before next use), refer to the
Battery Maintenance and Storage sections of this manual
for information regarding battery and fuel deterioration.

BEFORE STARTING THE GENERATOR

+ Verify that the generator is placed in an safe, appropriate
location.

+ Make sure the generator is on a dry, flat, and level
surface.

+ Verify that the engine is filled with oil.

+ Verify that all loads are disconnected.

ADANGER

Fire and explosion hazard. DO NOT move or tip the
generator during operation.

STARTING THE ENGINE
1. Verify that fuel is in the gas tank.

2. Turn the fuel switch to the ON position.
3. Push the battery switch to the ON position.
4. Choose the starting method:

a. Recoil Start: Firmly grasp and pull the recoil handle
slowly until you feel increased resistance, then pull
rapidly.
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b. Remote Start: Push and hold the ON button on the
remote start key fob for one second.

c. Push-Button Start: Push and hold the engine start
button for two seconds.

STOPPING THE ENGINE

1. Turn off and unplug all connected electrical loads.
Never start or stop the generator with electrical devices
connected.

2. Let the generator run with no load for several minutes to
stabilize internal temperatures.

3. Push and hold the ON/OFF button for one second or
push OFF on the remote start key fob for one second.

4. Push the battery switch to the OFF position.

Note: If the engine will not be used for two weeks or longer,
refer to the Storage section for correct engine and
fuel storage procedures.

ECO MODE

Always start the generator with ECO MODE OFF. Allow
the engine speed to stabilize and the OUTPUT READY
LED to illuminate before switching ECO MODE ON.

Note: Do not use ECO MODE when in parallel operation
with another Westinghouse generator.

ECO MODE minimizes fuel consumption and noise by
adjusting the engine RPM to the minimum required for the
current load.

Turn ECO MODE ON when powering small appliances
with continuous loads such as a computer or electric light.

Turn ECO MODE OFF when powering large surge loads
such as an air conditioner or electric pump.

To turn on ECO MODE, verify that the OUTPUT READY
LED is illuminated green, then push the switch to the ON
position. If no load is present, the generator RPM will drop
to idle speed. The generator will detect loads as they are
applied and increase engine RPM.

To run the generator at maximum power and RPM, push
the ECO MODE switch to the OFF position.

AC CIRCUIT BREAKERS

The circuit breakers will automatically switch OFF if
there is a short circuit or a significant overload of the
generator at each receptacle. The main circuit breaker
will automatically switch OFF if the combined load of the
receptacles exceeds 31 Amps.

If an AC circuit breaker switches OFF automatically,
check that the appliance is working correctly and it does

not exceed the rated load capacity of the circuit before
resetting the AC circuit breaker ON.

on m
OFF m{— Push to Reset

OVERLOAD RESET

The generator will automatically switch OFF all AC output
to protect the generator if overloaded or if there is a short
circuit in a connected appliance. However, the engine will
continue to run. Marginal overloading that temporarily
illuminates the OVERLOAD LED may shorten the service
life of the generator.

OVERLOAD on the control panel will illuminate red and
the green OUTPUT READY will be OFF.

OUTPUT READY OVERLOAD
CORRIENTE LISTO  SOBRECARGA
SORTIE PRET

O OO0

RESET
REINICIAR
REINITIALISER

SURCHARGE

To restore AC output:
1. Turn off and unplug all connected electrical loads.

2. Push the RESET button on the control panel until the
OVERLOAD LED goes OFF and the OUTPUT READY
LED is illuminated.

3. Reset the circuit breakers if OFF.

4. Verify that the intended running and surge loads do not
exceed the generator’s capacity.

5. Reconnect electrical loads sequentially, allowing the
generator to stabilize after each load is connected.

GENERATOR CAPACITY

Do not overload the generator’s capacity. Exceeding the
generator’s wattage/amperage capacity can damage
the generator and/or electrical devices connected to it.

Make sure the generator can supply enough continuous
(running) and surge (starting) watts for the items you will
power at the same time.

The total power requirements (Volts x Amps = Watts) of all
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appliances connected must be considered. Appliance and
power tool manufacturers usually list rating information
near the model or serial number.

To determine power requirements:
1. Select the items you will power at the same time.

2. Total the continuous (running) watts of these items. This
is the amount of power the generator must produce
to keep the items running. See the wattage reference
chart on the next page.

3. Estimate how many surge (starting) watts you will need.
Surge wattage is the short burst of power needed to
start electric motor-driven tools or appliances such as a
circular saw or refrigerator. Because not all motors start
at the same time, total surge watts can be estimated by
adding only the item(s) with the highest additional surge
watts to the total rated watts from step 2.

Example:
. Runnin Startin
Tool or Appliance Watts*g Watts*g
RV Air Conditioner (11,000 BTU) 1010 1600
TV (Tube Type) 300 0
RV Refrigerator 180 600
Radio 200 0
Light (75 Watts) 300 0
Coffee Maker 600 0
2590 Total 1600
Running Highest
Watts* Starting
Watts*
Total Running Watts 2590
Highest Starting Watts + 1600
Total Starting Watts Needed 4190

*Wattages listed are approximate. Verify actual wattage.

POWER MANAGEMENT

To prolong the life of the generator and attached devices,
use care when adding electrical loads to the generator.
There should be nothing connected to the generator
outlets before starting the engine. The correct and safe
way to manage generator power is to sequentially add
loads as follows:

1. With nothing connected to the generator, start the
engine as described in this manual.

2. Plug in and turn on the first load, preferably the largest
load you have.

3. Permit the generator output to stabilize (engine runs
smoothly and attached device operates properly).
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4. Plug in and turn on the next load.
5. Again, permit the generator to stabilize.
6. Repeat steps 4 and 5 for each additional load.

Wattage Reference

Estimated  Estimated
Tool or Appliance Running Starting
Watts* Watts*

Incandescent Lights
(4 Quantity x 759Watts) 300 0
TV (Tube Type) 300 0
Sump Pump (1/3 hp) 800 1300
Refrigerator or Freezer 700 2200
Well Pump (1/3 hp) 1000 2000
Furnace (1/2 hp) 800 2350
Radio 200 0
Drill (3/8”, 4 amps) 440 600
Circular Saw
(Heavy Duty, 7-1/4”) 1400 2300
Miter Saw (10”) 1800 1800
Table Saw (10”) 2000 2000

*Wattages listed are approximate. Verify actual wattage.

EXTENSION CORDS
A WARNING

Asphyxiation hazard. Extension cords running directly
into the home increase the risk of carbon monoxide
poisoning through any openings. If an extension cord
running directly into your home is used to power indoor
items, there is a risk of carbon monoxide poisoning to
people inside the home. Always use battery-powered
carbon monoxide detector (s) that meet current UL 2034
safety standards when running the generator. Regularly
check the detector (s) battery.

A WARNING

Asphyxiation hazard. When operating the generator with
extension cords, make sure the generator is located in
an open, outdoor area, far away from occupied spaces
with exhaust pointed away.

A WARNING

Fire and electrocution hazard. Never use worn or
damaged extension cords. Damaged or overloaded
extension cords could overheat, arc, and burn resulting
in death or serious injury.

Before connecting an AC appliance or power cord to the
generator:

+ Use grounded 3-prong extension cords, tools, and
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appliances, or double-insulated tools and appliances.

+ Make sure the tool or appliance is in good working
order. Faulty appliances or power cords can create a
potential for electric shock.

+ Make sure the electrical rating of the tool or appliance
does not exceed the rated power of the generator or the
receptacle being used.

EXTENSION CORD SIZING

Only use grounded 3-prong extension cords marked for
outdoor use that are rated for the electrical load.

Total Minimum Gauge, Outdoor Rated
Amperage | Up to 50 FT (15 M) Up to 100 FT (30 M)
Up to 10A @ o
Up to 15A @ e
Up to 20A @ e
Up to 30A G e
Up to 35A e G

PARALLEL OPERATION

A WARNING

Fire and electrocution hazard. Never connect or
disconnect the parallel cord leads when a generator is
running.

A CAUTION

Correct connection of the left and right cables is very
important when the generators are used with a transfer
switch to suppy power to a building. To avoid serious
personal injury or damage to electrical devices, including
the generators, do not try to power an electrical system
in a building without using an approved transfer switch.

NOTICE

Connecting to a generator that is not compatible can
cause a low voltage output that can damage tools and
appliances powered by the generator.

Parallel operation gives you the ability to link to a compatible
Westinghouse Inverter Generator with the included parallel
cord for combined running and peak power output.

A Westinghouse 507PC parallel cord (purchased

separately) is also compatible. This cord can be
purchased from an authorized Westinghouse Generator
dealer.

Note: Compatible Westinghouse generators without
parallel ports can be operated in parallel with the
receptacle-mounted parallel cable, Part# 260041.

DO NOT use ECO MODE during parallel operation if
powering large surge loads such as an air conditioner or
electric pump. Engine rpm may not adjust quickly enough
to provide the voltage requirements of large surge loads,
causing damage to the devices or the generators.

1. On both generators, make sure the engine/fuel switch
and the ECO MODE switch are in the OFF position.

2. Connect two parallel cable leads to the parallel outlets
on the first generator, then connect the opposite cable
leads to the other generator’s parallel outlets.

Note: If powering devices directly from the generators
(not connected to a building’s transfer switch), you
do not need to match the left/right cables to the
generator’s parallel outlets.

3. Start one of the generators and wait until the OUTPUT
READY LED illuminates.

4. Start the second generator and wait until the OUTPUT
READY LED illuminates before connecting a load.

5. Connect additional loads as described in Power
Management section.

6. Unplug all loads before stopping the generators.
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TRANSPORTING
A CAUTION

Weight hazard. Always have assistance when lifting the
generator.

+ Allow the generator to cool a minimum of 30 minutes
before transporting.

+ Replace all protective covers on the generator control
panel.

+ Only use the generator’s fixed handle(s) to lift the unit
or attach any load restraints such as ropes or tie-down
straps. Do not attempt to lift or secure the generator by
holding onto any of its other components.

+ Keep the unit level during transport to minimize the
possibility of fuel leakage or, if possible, drain the fuel
or run the engine until the fuel tank is empty before

transport.

+ The generator wheels are only intended for hand
transport. The wheels are not suitable for towing the
generator either on or off-road.

+ Use the extendable handle for one-person, hand
transport. To deploy the handle, push on the locking
button and pull on the handle until it’s fully extended.
To stow it, push on the locking button and push on the
handle until it’s fully retracted. Only extend or retract
the handle while the generator is OFF, stationary,

and resting on a horizontal surface. Do not use the
extendable handle to lift the generator entirely off the
ground, tow it, or up-end it.

A CAUTION

Fire hazard. Do not fully up-end the
generator. Fuel or oil can leak and
damage to the generator may occur.
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MAINTENANCE
MAINTENANCE SCHEDULE

Regular maintenance will improve performance and
extend the service life of the generator. Follow the hourly
or calendar intervals, whichever occurs first. More frequent
service is required when operating in adverse conditions
as noted below.

Before Each Use

Check engine oil

After First 25 Hours or First Month

Change engine oil

After 50 Hours or Every 6 Months

Change engine oil’
Clean air filter?

After 100 Hours or Every 6 Months

Inspect/clean spark arrestor
Inspect/clean spark plug
Replace fuel filter®
Inspect/adjust valve clearance®

After 300 Hours or Every Year

Replace spark plug
Replace air filter

1 Change oil every month when operating under heavy
load or in high temperatures.

2 Clean more often under dirty or dusty conditions.
Replace air filter if it cannot be adequately cleaned.

3 Recommend service to be performed by authorized
Westinghouse service dealer.

MAINTENANCE REPLACEMENT PARTS

Description Part Number

Foam air filter 5691

Oil drain plug crush washer 94007

Spark arrestor 6790

Battery 511019

Spark plug 97109 - F7RTC
Fuel filter 516401

ENGINE SERVICE COVER

Remove the engine service cover to access the air filter,
carburetor, and spark plug. Remove the cover screws
then pull the cover straight out with both hands to prevent
damage to the grommet posts on the cover.

Cover Screws (5x)

Internal Push-In Grommet Posts

AIR FILTER MAINTENANCE
A WARNING

Fire hazard. Never use gasoline or other flammable
solvents to clean the air filter. Use only household
detergent soap to clean the air filter.

The air filter must be cleaned after every 50 hours of use or
six months (frequency should be increased if the generator
is operated in a dusty environment).

1. Place the generator on a level surface and allow the
engine to cool for several minutes.

2. Remove the engine service cover.

3. Turn the knobs on the air cleaner cover to the unlocked
position. Tip the cover down to remove.

Note: The air filter element is oil soaked. Use an
appropriate cleaning container.
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Avoid skin contact with engine oil. Wear protective
clothing and equipment. Wash all exposed skin with
soap and water.

4. Remove the foam air filter from the air cleaner housing
and wash it by submerging the element in a solution
of household detergent soap and warm water. Slowly
squeeze the foam to thoroughly clean.

DO NOT twist or tear the foam air filter element during
cleaning or drying. Only apply slow but firm squeezing
action.

5. Rinse the air filter element by submerging it in fresh
water and applying a slow squeezing action. Allow the
filter to dry thoroughly.

Do not pollute. Follow the guidelines of the EPA or other
governmental agencies for proper disposal of hazardous
materials. Consult local authorities or reclamation facility.

[=2]

. Dip the foam air filter in clean engine oil then squeeze
out all excess oil. The engine will smoke when started if
too much oil is left in the filter.

~

. Install the foam air filter in the housing and lock the air
cleaner cover in place.

8. Install the engine service panel.

ENGINE OIL LEVEL CHECK

A CAUTION

Avoid skin contact with engine oil. Wear protective
clothing and equipment. Wash all exposed skin with
soap and water.

NOTICE

Always use the specified engine oil. Failure to use the
specified engine oil can cause accelerated wear and/or
shorten the life of the engine.

When using the generator under extreme, dirty, dusty
conditions or in extremely hot weather, change the oll
more frequently.

Ambient air temperature will affect engine oil performance.
Change the type of engine oil used based on weather
conditions.
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Recommended Engine Oil Type
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Check the engine oil level before each use or every 8
hours of operation.

1. Place the generator on a level surface and allow the
engine to cool for several minutes.

2. Remove the oil access cover.
3. With a damp rag, clean around the oil dipstick.

4. Remove the oil dipstick and wipe the dipstick clean.

5. Insert the dipstick into the filler neck without screwing
it in. Remove the dipstick and verify that the oil level is
within safe operating range.

6. If low, add recommended engine oil incrementally and
recheck until the level is between the L and H marks on
the dipstick. DO NOT overfill. If over the full mark on
dipstick, drain the oil to reduce oil level to the full mark
on dipstick.

7. Replace the oil dipstick and hand-tighten.

8. Install the oil access cover.
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ENGINE OIL CHANGE
A WARNING

Accidental start-up. Remove the spark plug boot from
the spark plug when working on the generator. Also
remove the battery quick-connect plug from the battery.

When using the generator under extreme, dirty, dusty
conditions or in extremely hot weather, change the oll
more frequently. Change the oil while the engine is still
warm from operation.

1. Place the generator on a level surface and allow the
engine to cool for several minutes.

2. Remove the engine service cover. Disconnect the spark
plug wire from the spark plug and place the wire where
it cannot contact the spark plug.

3. Remove the oil access cover.

4. With a damp rag, clean around the oil dipstick. Remove
the dipstick and wipe clean.

5. Remove the rubber plug under the oil drain bolt and
place an oil pan (or suitable container) under the drain
hole.

6. Using a 10mm wrench, remove the oil drain bolt and
allow the oil the to drain.

Qil Drain Bolt

)

Rubber Drain Plug %)

\

7. Install the oil drain plug and tighten securely. Install the
rubber plug.

Note: A new oil drain plug crush washer is recommended
at each oil change.

8. Slowly pour oil into the oil fill opening until oil the level
is between the L and H marks on the dipstick. Stop
frequently to check the oil level. DO NOT overfill.

Maximum oil capacity: 0.63 US gt (0.60 L)
9. Replace the dipstick and hand-tighten.

10. Connect the spark plug wire and install the engine
service cover.

Do not pollute. Follow the guidelines of the EPA or other
governmental agencies for proper disposal of hazardous
materials. Consult local authorities or reclamation facility.

SPARK PLUG MAINTENANCE

Inspect and clean the spark plug after every 100 hours of
use or six months. Replace the spark plug after 300 hours
of use or every year.

Always use the Westinghouse OEM or compatible
resistor-type spark plug. Use of a non-resistor spark
plug can result in rough idling, misfire, or damage to
generator components.

1. Place the generator on a level surface and allow the
engine to cool.

2. Remove the engine service cover.

3. Remove the spark plug boot by firmly pulling the spark
boot directly away from the engine.

4. Clean the area around the spark plug.

5. Remove the spark plug with the included spark plug
socket wrench.

Never apply any side load or move the spark plug
laterally when removing the spark plug.

6. Inspect the spark plug. Replace if electrodes are
pitted, burned, or the insulator is cracked. Only use a
recommended replacement plug.

7. Measure the spark plug electrode gap with a wire-type
feeler gauge. If necessary, correct the gap by carefully
bending the side electrode.

Spark plug gap: 0.024 - 0.032 in. (0.60 - 0.80 mm)

Side
Electrode 1 0.024 - 0.032 in. (0.60 - 0.80 mm)

z@m\

Insulator

@i

8. Carefully install the spark plug finger tight, then tighten
as additional 3/8 to 1/2 turn with the spark plug wrench.

9. Install the spark plug boot and engine service cover.
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SPARK ARRESTOR SERVICE

Check and clean the spark arrestor after every 100 hours
of use or six months. Failure to clean the spark arrestor will
result in degraded engine performance.

1. Place the generator on a level surface and allow the
muffler to cool before servicing the spark arrestor.

2. Remove the cover screws and the muffler cover. Use a
screw driver to remove the spark arrestor.

Cover Screws (5x)

3. Carefully remove the carbon deposits from the spark
arrestor screen with a wire brush. The spark arrestor
must be free of breaks and tears. Replace the spark
arrestor if damaged.

4. Reinstall the spark arrestor and muffler cover.

BATTERY MAINTENANCE

The battery shipped with the generator has been fully
charged. A battery may lose some charge when not in use
for prolonged periods of time. If the battery is unable to
crank the engine, plug the included 12V charger into the
battery charging port on the control panel.

Note: If the generator is not run, charge the battery
overnight once a month.

A CAUTION

The supplied battery charger is not a trickle charger
and is not intended for continuous use. Do not use the

battery charger for more than 8 hours (overnight) to
prevent overcharging the battery.

Note: Once started, the generator will charge the battery
after 30—60 minutes of use. If you do not regularly
run the generator, charge the battery overnight once
a month to keep it ready for use. Charge the battery
in a dry location.

22 | Westinghouse Outdoor Power Equipment, LLC

1. Plug the charger into the battery charging port on the
control panel. Plug the wall receptacle end of the battery
charger into a 120 Volt AC wall outlet.

2. Unplug the battery charger from wall outlet and control
panel jack after 8 hours of charging.

BATTERY REPLACEMENT

A WARNING

Burn hazard. The battery contains sulfuric acid
(electrolyte) which is highly corrosive and poisonous.
Wear protective clothing and eye protection when
working near the battery. Keep children away from the
battery.

A CAUTION

Battery posts, terminals contain lead and lead
compounds. Wash hands after handling.

1. Remove the battery access cover.

2. Remove the quick-connect plug and remove the battery
strap. Remove the battery from the unit.

3. Disconnect the quick-disconnect cable leads from the
battery.

F=

. On the replacement battery, connect the white (-) quick-
connect cable to the battery negative terminal. Slide the
rubber boot over the connection hardware.

a

. Connect the red (+) quick-connect cable to the battery
positive terminal. Slide the rubber boot over the
connection hardware.

(o2}

. Lift the battery strap and install the battery into the
generator. Thread the battery strap under the quick-
connect cables and secure it on the mounting base.

~

. Connect the quick-connect plug and install the battery
access cover.

Dispose of the used battery properly according to the
guidelines established by your local or state government.
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STORAGE

Proper storage preparation is required for trouble-free
operation and generator longevity.

NOTICE

Gasoline stored for as little as 30 days can deteriorate,
causing gum, varnish, and corrosive buildup in fuel lines,
fuel passages and the engine. This corrosive buildup
restricts the flow of fuel, which can prevent the engine
from starting after a prolonged storage period. The use
of fuel stabilizer significantly increases the storage life of
gasoline. Full-time use of fuel stabilizer is recommended.
Follow the manufacturer’s instructions for use.

STORAGE TIME
Less than 1 month

RECOMMENDED PROCEDURE
No service required.

Fill with fresh gasoline and add
gasoline stabilizer. Drain the
carburetor float bowl.

2 to 6 months

Drain the fuel tank and carburetor

6 months or longer float bowl.

SHORT TERM STORAGE

+ Allow the generator to cool a minimum of 30 minutes
before storage.

+ Replace all protective covers on the generator control
panel.

+ Wipe the generator with a moist cloth. Clean any debris
from the air inlets under the control panel and muffler
cooling vents.

+ Store the generator in a well-ventilated, dry location
away from sparks, open flames, pilot lights, heat, and
other sources of ignition such as areas with a spark-
producing electric motor or where power tools are
operated.

+ Do not store the generator or gasoline near furnaces,
water heaters, or any other appliances that produce
heat or have automatic ignitions.

+ With the engine and exhaust system cool and all
surfaces dry, cover the generator to keep out dust. Do
not use a plastic sheet as a dust cover. Non-porous
materials trap moisture and promote rust and corrosion.

LONG TERM STORAGE

Even properly stabilized fuel can leave residue and cause
corrosion if left long term. If storing the generator for two to
six months, drain the float bowl to prevent gum and varnish
buildup in the carburetor.

DRAINING THE FLOAT BOWL

1. Remove the engine service cover.

2. Locate the drain hose extending from the bottom of the
carburetor float bowl.

Spark Plug Boot

Float Bowl

7
]
Drain Screw /

Drain Hose

3. Place the loose end of the hose outside the generator
into an approved gasoline container to catch the drained
fuel.

4. Loosen the float bowl! drain screw and allow the fuel to
drain. Tighten the float bow! drain screw.

5. Route the drain hose between the air cleaner housing
and the engine service cover. Install the engine service
cover.

DRAINING THE FUEL TANK

If storing the generator for longer than six months, drain
the fuel tank to prevent fuel separation, deterioration, and
deposits in the fuel system.

1. Unscrew the fuel tank cap. Remove the fuel screen filter
by slightly compressing it while removing it from the
tank.

2. Using a commercially available gasoline hand pump
(not included), siphon the gasoline from the fuel tank
into an approved gasoline container. DO NOT use an
electric pump.

3. Reinstall the fuel screen filter and the fuel tank cap.

4. Start the generator and allow it to run until the generator
engine stops.

5. Push the battery switch to the OFF position.
6. Disconnect the battery quick-connect plug.

7. Remove the spark plug.
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MAINTENANCE

8. Put a teaspoon of engine oil into the cylinder and pull the 8. Perform this procedure for the other valve.
recoil handle until resistance is felt. At this position the
piston is coming up on its compression stroke and both

valves are closed. Storing the engine in this position will
help prevent internal corrosion. Return the recoil handle MANUAL CHOKE OPERATION

gently. If the battery is dead or disconnected, you may need to set
the choke by hand for proper operation.

9. Install the gasket, rocker arm cover, and spark plug.

9. Reinstall the spark plug. Leave the spark plug boot

disconnected to prevent accidental starting. 1. Remove the engine service cover.
carburetor.
VALVE CLEARANCE

Checking and adjusting valve clearance must be done
when the engine is cold.

1. Remove the rocker arm cover and carefully remove
the gasket. If the gasket is torn or damaged, it must be
replaced.

2. Remove the spark plug so the engine can be rotated
more easily.

3. Rotate the engine to top dead center (TDC) by pulling _ _
the recoil handle slowly. Looking through the spark plug 3. To close the choke for cold starting: Use a screwdriver
hole, the piston should be at the top (both valves are to push the black lever toward the front of the generator.

closed).

4. Both the rocker arms should be loose at TDC on the
compression stroke. If they are not, rotate the engine
360°.

5. Insert a feeler gauge between the rocker arm and the
valve stem to measure valve clearance.

Valve Stem —P‘ ‘4—

\A Ldu ( -~ Rocker Arm 4. Start the generator. The start-up sequence should
A \ .
/\j\ /AN automatically open the choke. If the choke does not
) 1 "'_'Z::‘l’?:tstm Nut open automatically, push the choke manually to open it.
amm i 1sting
N B
|
- RN .} .
= -¢)/ Rocker Arm Pivot
Intake Valve Exhaust Valve
0.0031 — 0.0047 in 0.0051 — 0.0067 in
Valve Clearance (0.08 —0.12 mm) (0.13-0.17 mm)
Torque 8-12 N'm 8-12 N'm

6. If an adjustment is necessary, hold the rocker arm pivot
and loosen the pivot adjusting nut.

Certain ambient temperatures and environments may
7. Turn the rocker arm pivot to obtain the specified |require you to close the choke halfway for a successful
clearance. Hold the rocker arm pivot and re-tighten the | start.

pivot adjusting nut to the specified torque.

Torque: 106 inch-pound (12 N-m)
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TROUBLESHOOTING

TROUBLESHOOTING
PROBLEM

Engine will not start

POSSIBLE CAUSE
Battery switch in the OFF position.

CORRECTION
Turn battery switch to the ON position.

Out of fuel.

Refuel.

Bad fuel, generator stored without treating
or draining gasoline, or refueled with bad
gasoline.

Drain the fuel tank. Refuel with fresh gasoline.

Dirty air filter.

Clean the air filter.

Low engine oil level stopped generator.

If low oil LED illuminated, turn battery switch
to the OFF position. Add engine oil.

Spark plug wet with fuel (flooded engine).

Wait five minutes. Turn battery switch to

the OFF position. Pull recoil handle rapidly
several times. If the generator does not start,
remove spark plug and dry.

Spark plug faulty, fouled, or improperly gapped.

Gap or replace the spark plug. Reinstall.

Fuel filter restricted, fuel system malfunction,
fuel pump failure, ignition malfunction, valves
stuck, etc.

Contact Westinghouse customer service toll-
free at 1 (855) 944-3571.

Battery drained.

Use the recoil handle to start the generator.

Charge the battery.

Choke partially open or closed due to weak or
disconnected battery.

Manually set the choke. See Maintenance
section.

Engine starts, then shuts down

Out of fuel.

Refuel.

Incorrect engine oil level.

Check engine oil level.

Dirty air filter.

Clean the air filter.

Contaminated fuel.

Drain the fuel tank. Refuel with fresh gasoline.

Defective low oil level switch.

Contact Westinghouse customer service toll-
free at 1 (855) 944-3571.

Engine lacks power

Air filter restricted.

Clean or replace air filter.

Bad fuel, generator stored without treating
or draining gasoline, or refueled with bad
gasoline.

Drain the fuel tank. Refuel with fresh gasoline.

Fuel filter restricted, fuel system malfunction,
fuel pump failure, ignition malfunction, valves
stuck, etc.

Contact Westinghouse customer service toll-
free at 1 (855) 944-3571.

Engine runs rough or bogs when load applied

Dirty air filter.

Clean the air filter.

Generator overloaded.

Unplug some devices.

Faulty power tool or appliance.

Replace or repair tool or appliance. Stop and
restart the engine.

Fuel filter restricted, fuel system malfunction,
fuel pump failure, ignition malfunction, valves
stuck, etc.

Contact Westinghouse customer service toll-
free at 1 (855) 944-3571.

No power at AC receptacles

OUTPUT READY LED is OFF and
OVERLOAD LED is ON.

Check AC load. Stop and restart engine.

Check the air inlet. Stop and restart the
engine.

AC circuit breaker/s tripped.

Check AC loads and reset circuit breaker/s.

Faulty power tool or appliance.

Replace or repair tool or appliance. Stop and
restart the engine.

Faulty generator.

Contact Westinghouse customer service toll-
free at 1 (855) 944-3571.
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EXPLODED VIEWS

EXPLODED VIEWS AND PARTS LISTS
ENGINE EXPLODED VIEW
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EXPLODED VIEWS

ENGINE PARTS LIST

NO. PART# DESCRIPTION NO. PART# DESCRIPTION
1 CYLINDER HEAD COVER ASSEMBLY 7.1 240116 CRANKCASE COVER
1.1 91325 BOLT M6X12 7.2 245601-295 | DIPSTICK ASSEMBLY
1.2 241115 CYLINDER HEAD COVER 7.3 93507 CRANKCASE OIL SEAL
1.3 339915 POLYURETHANE SCREEN 7.4 91347 BOLT M8X30
1.4 241116 CYLINDER HEAD INNER COVER 7.5 96041 CRANKCASE SEAL WASHER
15 91322 BOLT M5*12 7.6 240904 CRANKCASE LOCATING PIN
2 CYLINDER HEAD ASSEMBLY 77 93010 BEARING
2.1 242101 ROCKING ARM 8 599601 METAL CLIP
oo 91818 ROCKING ARM TIGHTENING BOLT 9 RECOIL STARTER ASSEMBLY
ASSEMBLY 9.1 330501 RECOIL STARTER
2.3 242202 VALVE RETAINER ASSEMBLY 9.1.1 5324 START PULL PLATE
24 241804 TOP CAP 9.2 91329 BOLT M6X16
25 241801 INTAKE VALVE SPRING SEAT 10 IMPELLER ASSEMBLY
2.6 241802 EXHAUST VALVE SPRING SEAT 01 91864 BOLT
27 | 246001 VALVE SPRING 102 | 334501 STARTER PULLEY
2.8 241806 INTAKE VALVE SPRING LOWER SEAT 105 | 90003 NUT W2
2.9 241704 INTAKE VALVE 1024 | 332601 MPELLER
210 | 245904 EXHAUST VALVE 05 | 500191 COTOR
2.11 91029 AIR INLET STUD BOLT 106 | 91400 BOLT MBX60
212 | 91359 BOLT M8X60 107 | 503410 STATOR
213 | 241021 CYLINDER HEAD 08 |91329 BOLT MBX16
214 | 96058 CYLINDER HEAD GASKET 100 | 339902 TRIGGER
215 | 240905 CYLINDER HEAD LOCATING PIN 1010 | 220902 CRANKCASE LOCATING PIN
2.16 | 91007 AIR EXHAUST STUD BOLT » WIND LEAD COVER ASSEMBLY
217 | 96055 EXHAUST SEAL WASHER e 330503 WIND LEAD COVER
218 | 96182 AIR INTAKE GASKET 112 o1a25 SOLT Mex12
3 PISTON & PISTON RING ASSEMBLY - UPPER WIND SHIELD ASSEMBLY
3.1 241607 PISTON RING ASSEMBLY 21 | 330500 UPPER WIND SHIELD
82 241301 PISTON PIN RING 122 | 249914 CRIMPING BLOCK
83 241211 PISTON 123 | 91325 BOLT M6X12
34 245503 PISTONPIN 13 IGNITION COIL ASSEMBLY
35 331500 CONNECTING ROD ASSEMBLY
13.1 91333 BOLT M6*28
: CRANKCASE ASSEMBLY 13.2 | 339909 IGNITION COIL
4.1 330202 CRANKCASE 133 [ 339903 IGNITION COIL MOUNTING BRACKET
4.2 93010 BEARING 13.4 | 90016 NUT M6
43 93507 CRANKCASE OIL SEAL 14 335803 TEMPERATURE SENSOR
4.4 97447 STARTING MOTOR ASSEMBLY - CENTRIFUGAL FAN HOUSING
45 91333 BOLT M6*28 ASSEMBLY
4.6 91334 BOLT M6X30 15.1 244306 CENTRIFUGAL FAN HOUSING.
4.7 245113 OIL SENSOR 152 | 244304 CENTRIFUGAL HOOD PLUG
4.8 91329 BOLT M6X16 15.3 | 91343 BOLT M8*16
5 240364 CRANKSHAFT ASSEMBLY 15.4 | 244606 IMPELLER
6 CAMSHAFT ASSEMBLY 155 | 91419 BOLT M8*1*25
6.1 332003 CAMSHAFT ASSEMBLY 156 | 334302 CENTRIFUGAL FAN COVER
6.2 246103 VALVE LIFTER 15.7 | 91330 BOLT M6X20
6.3 241901 PUSH ROD 16 EXHAUST MUFFLER ASSEMBLY
7 CRANKCASE COVER ASSEMBLY 16.1 243782 MUFFLER
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EXPLODED VIEWS

ENGINE PARTS LIST CONTINUED

NO. PART# DESCRIPTION

16.1.1 | 6790 SPARK ARRESTER

16.2 94216 FLAT WASHER

16.3 94206 SPRING WASHER

16.4 90011 NUT M8

16.5 91330 BOLT M6X20

16.6 500057 MUFFLER COVER

17 240511 SHIELD

18 BRACKET ASSEMBLY

18.1 91330 BOLT M6X20

18.2 249917 BRACKET

19 AIR FILTER ASSEMBLY

19.1 332901 AIR FILTER

19.1.1 | 5691 FILTER

19.2 95918 CONNECTING PIPE

20 CARBURETOR ASSEMBLY
20.1 332301 CARBURETOR CONNECTION BLOCK
20.2 92219 SCREW M4*20

20.3 90016 NUT M6

20.4 249934 WATERPROOF COVER

20.5 332801 CARBURETOR ASSEMBLY
20.6 249925 STEPPER MOTOR BRACKET
20.7 92055 SCREW M4X25

20.8 249949 STEPPER MOTOR

20.9 249950 STEPPER MOTOR

20.10 | 92240 CROSSING SCREW M4X6

21 RESONANT CAVITY ASSEMBLY
21.1 337001 RESONANT CAVITY

21.1.1 | 5697 FOAM FILTER

21.2 249919 PLUG

21.3 95602 BREATHER TUBE

21.4 94407 FUEL LINE CLAMP

22 97109 SPARK PLUG

23 96200 CYLINDER HEAD COVER SEAL WASHER
24 94226 STEEL WASHER

25 96051 CARBURETOR GASKET

26 94007 OIL DRAIN BOLT WASHER
27 94035 OIL DRAIN BOLT WASHER
28 91831 OIL DRAIN SOLENOID

29 91816 OIL DRAIN BOLT
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EXPLODED VIEWS

GENERATOR EXPLODED VIEW
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EXPLODED VIEWS

GENERATOR PARTS LIST

NO. PART# DESCRIPTION NO. PART# DESCRIPTION
] ; ; gggi ENGINE ASSEMBLY 735 | 6441-31 31A THERMAL PROTECTOR
736 |6404 WATERPROOF CAP
2 599601 METAL CLIP 737 |9025 CHARGING SOCKET
3 INVETER MODULE ASSEMBLY 738 | 6441-30 30A THERMAL PROTECTOR
3.1 91325 BOLT M6X12 7.3.9 6404 WATERPROOF CAP
3.2 503147 INVETER 7.3.10 | 9089 START INDICATOR
3.3 503013 BRACKET 7311 | 6441-20 20A THERMAL PROTECTOR
3.4 91322 BOLT M5x12 7.3.12 | 6404 WATERPROOF CAP
4 LEFT FRAME ASSEMBLY 7313 97537 IGNITOR
4.1 503005-221 | LEFT FRAME 7314 |503310 KNOB PLUG
4.2 91345 BOLT M8X20 7315 | 9141 USB
43 500060 LOCK CLIP M6 7316 |503108 USB DUST COVER
a4 22?239- LEFT PANEL 7317 | 9021 VOLTAGE RESET BUTTON
7.3.18 | 9110 LED
45 92097 HEX FLANGE SCREW M6X20 —319 010 ARFALLEL PORTS
4.6 500007 FUEL TANK ISOLATION PAD A —320 To122 WATERPROOF CAP
4.7 92079 STOP BOLT M6X16 7321 | 6032 5-20R RECEPTACLE
5 BRACKET ASSEMBLY 7322 |9194 DUST COVER
5.1 503001 BRACKET 7323 loots oV SOKET
52 503002 BRACKET 7.3.24 | 6849 DUST COVER
53 503003 BRACKET 7325 |9132 GROUNDING BOLT
5.4 503004 ISOLATION PAD 2326 19010 SANEL BODY
55 90044 NUT M8 7.4 91825 BOLT M5X12
56 91325 BOLT M6X12 Py 503024 KNOB
57 500044 SHORT WIRE 76 500068 HANDLE BAFFLE PLUG
5.8 91348 BOLT M8X35 e 92032 SCREW M4™16
5.9 94003 TOOTH WASHER 78 94325 AT WASHER
6 BRACKET ASSEMBLY 8 TOP COVER ASSEMBLY
6.1 91325 BOLT M6X12 8.1 500068 HANDLE BAFFLE PLUG
6.2 503017 BRACKET 5o 503025 SLUG
6.3 503018L | FUEL LINE CLAMP 53 503029 OIL CHANNEL
6.4 503019L | FUEL LINE CLAMP 84 503038221 | ToP COVER
6.5 503020L | FUEL LINE CLAMP 65 92078 CROSS RECESSED PAN HEAD BOLT
6.6 503044 cLIP ' M6X16
6.7 503062 FUEL SWITCH 9 FUEL TANK ASSEMBLY
6.8 503034 FUEL LINE CLAMP 9.1 503068L | FUEL TANK ASSEMBLY
6.9 516401 FUEL FILTER 9.2 500008 FUEL TANK ISOLATION PAD B
610 | 94408 FUEL LINE CLAMP 9.3 91322 BOLT M5x12
7 CONTROL PANEL ASSEMBLY 9.4 500252 SEALING RING
7.1 503016 PANEL REAR COVER o5 95127 CARBON CANISTER AND FUEL TANK
s 52075 CROSS RECESSED PAN HEAD BOLT CONNECTING PIPE
M6X16 9.6 500247 GASOLINE SENSOR
7.3 503061 CONTROL PANEL ASSEMBLY 9.7 94405 FUEL LINE CLAMP
731 | 6500 ROCKER SWITCH 9.8 94403 FUEL LINE CLAMP
732 |9022 ONE PUSH BUTTON SWITCH 9.9 96801 FUEL TANK WASHER
733 |9032 ECO SWITCH 9.11 500244 PRESSURE PLATE
734 | 9079 WATERPROOF CAP 912 | 500324 SEALING WASHER
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EXPLODED VIEWS

GENERATOR PARTS LIST CONTINUED

NO. PART# DESCRIPTION NO. PART# DESCRIPTION
10 100200006 | BASEBOARD ASSEMBLY 16 BRACKET ASSEMBLY
101 | 90027 SQUARE NUT 161 | 91325 BOLT M6X12
102 |91325 BOLT M6X12 16.2 | 503006 UPRIGHT
103 | 503048 DC VOLTAGE REGULATOR 163 | 503008 BRACKET
104 | 500060 LOCK CLIP M6 16.4 | 503009 HANDLE
105 | 503026 ISOLATION PAD 16,5 | 503042 BRACKET
106 | 503023 AXLE 166 | 91330 BOLT M6X20
10.7 | 503031 WHEEL 17 BRACKET ASSEMBLY
108 | 503032 WHEEL COVER 174 | 91325 BOLT M6X12
109 | 503033 PULL ROD HOLDER 172 | 503007 UPRIGHT
1010 | 503035 PULL ROD 173 | 503008 BRACKET
1011 | 503045 BOTTOM PLATE 174 | 503009 HANDLE
1012 | 94022 STEEL WASHER 175 | 503011 BRACKET
1013 | 500321 AXLE WILD CARD 176 | 91335 BOLT M6X35
1014 | 503053 LIMIT BLOCK 177 | 503047 CONTROL MODULE
1015 | 503052 BASE OIL COVER 178 | 90010 NUT M6
1016 | 91334 BOLT M6X30 179 91330 BOLT M6X20
11 RIGHT FRAME ASSEMBLY 18 511019 BATTERY
i 22?221 | rieHT FRAME 19 503028 FUEL TANK CAP
20 518801 FILTER
N2 191345 BOLT M8X20 21 503388 WIRING HARNESS
113 | 503022-221 | OBSERVATION COVER s 03082 SELLOW
1.4 | 500060 LOCK CLIP M6 23 99011 SPARK PLUG WRENCH
15 |503067 BLIND RIVET ” 500942 FUNNEL
1.6 | 503036-052 | HANDLE DECORATIVE BOARD p” 59529 L BOTTLE
1.7 | 94249 FLAT WASHER = 511043 CHARGER
1.8 |92097 HEX FLANGE SCREW M6X20 p- 99506 SCREWDRIVER
12 RECOIL HANDLE ASSEMBLY
121 | 500017-231 | HANDLE COVER
122 | 500018 HANDLE
13 MUFFLER BAFFLE ASSEMBLY
131 | 503027 MUFFLER BAFFLE
132 | 500108 MUFFLER EXHAUST SEALING STRIP
133 | 503040 COVER
134 | o078 l\oﬂg%sess RECESSED PAN HEAD BOLT
14 BATTERY ASSEMBLY
141 | 503165 BATTERY CABLE
142 | 599606 BATTERY TIE
15 CARBON CANISTER ASSEMBLY
151 | 91325 BOLT M6X12
152 | 94405 FUEL LINE CLAMP
153 | 94403 FUEL LINE CLAMP
154 | 91334 BOLT M6X30
155 | 543301L | CARBON CANISTER ASSEMBLY
156 | 503043 BRACKET
57 |eso16 ggm(égﬁﬁgﬂin AND AIR FILTER
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ESPANOL

1Gen4500

Digital Inverter Generator

Gasolina: 3700 Vatios en Funcionamiento | 4500 Vatios de arranque

MANUAL DE USUARIO

NO DEVUELVA ESTE PRODUCTO A LA TIENDA

Si tiene preguntas o necesita ayuda, llame al servicio al
cliente al 855-944-3571.
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INTRODUCCION

INTRODUCCION

/\ ADVERTENCIA: El funcionamiento, el servicio y el mantenimiento de este equipo pueden exponerlo a sustancias
qguimicas, como gases de escape del motor, monoxido de carbono, ftalatos y plomo, que el estado de California
reconoce como causantes de cancer y defectos de nacimiento u otros dafios reproductivos. Para minimizar la
exposicion, evite respirar el escape, realice el mantenimiento de su embarcacion en un area bien ventilada y use
guantes o lavese las manos con frecuencia cuando realice el mantenimiento de este equipo. Para obtener mas
informacion, visite www.P65warnings.ca.gov.

DESCARGOS DE RESPONSABILIDAD

Toda la informacién, ilustraciones y especificaciones de este manual estaban vigentes en el momento de su publicacion.
Las ilustraciones utilizadas en este manual estan destinadas a ser vistas de referencia representativas Unicamente.
Nos reservamos el derecho de realizar cualquier cambio de especificacién o disefo sin previo aviso.

TODOS LOS DERECHOS RESERVADOS

Todos los derechos reservados. No se permite la reproduccién de ninguna forma sin el permiso por escrito de
Westinghouse Outdoor Power Equipment, LLC.

Lea este manual antes de usar o realizar
el mantenimiento de este producto. El
incumplimiento de las instrucciones y
precauciones de seguridad de este manual
puede provocar lesiones graves o la muerte.

GUARDA ESTAS INSTRUCCIONES
REGISTRACION DEL PRODUCTO
Para una cobertura de garantia sin problemas, es importante registrar su generador Westinghouse.
Puede registrarse por:
« Completar y enviar por correo la tarjeta de registro del producto incluida en la caja.
+ Registrando su producto en linea en: https://westinghouseoutdoorpower.com/pages/warranty-registration
« Escaneando el siguiente codigo QR con la camara de su teléfono inteligente. Se le dirigira al enlace de registro movil.

Westinghouse Outdoor Power
Warranty registration
777 Manor Park Drive
Columbus, OH 43228

Para su archivo

Fecha de compra:

Numero de modelo: IMPORTANT: Conserve su recibo de compra para una
cobertura de garantia sin problemas.

Numero de serie:

Lugar de compra:
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ESPECIFICACIONES

ESPECIFICACIONES AVISO

ESPECIFICACIONES
. Vatl_os en 3700
funcionamiento:
Vatios de arranque: | 4500
Voltaje nominal: | 120V
Frecuencia nominal: | 60 Hz
Fase: | Fase Unica
Distorsion armonica
<3%
total:
Desplazamiento del 224 cc
motor:

Tipo de inicio:

Retroceso, arranque
eléctrico, control remoto

Capacidad de
combustible:

3.4 Gal (12.8 L)

Tipo de combustible:

87-93 octano*

Capacidad de aceite:

0.63 US gt (0.60 L)

Este producto estd disefiado y clasificado para un
funcionamiento continuo a temperaturas ambiente de
hasta 104 ° F (40 ° C). Si es necesario, este producto
se puede utilizar a temperaturas que oscilan entre 5 ° F
(15°C)y 122 ° F (50 ° C) durante periodos cortos. Si el
producto se expone a temperaturas fuera de este rango
durante el almacenamiento, debe volver a colocarse
dentro de este rango antes de su funcionamiento. Este
producto siempre debe utilizarse al aire libre en un
area bien ventilada y lejos de puertas, ventanas y otros
conductos de ventilacion.

El vataje y la corriente maximos estan sujetos y limitados
por factores como el contenido de BTU de combustible,
la temperatura ambiente, la altitud, las condiciones
del motor, etc. La potencia maxima disminuye
aproximadamente un 3.5% por cada 1,000 pies sobre
el nivel del mar, y también disminuird aproximadamente
un 1% por cada 10 ° F (6 ° C) por encima de 60 ° F (16
° C) de temperatura ambiente.

Tipo de aceite: | 10W30
Bujia: | F7RTC
0.024 — 0.032in.

Espacio de la bujia:

(0.60 —0.80 mm)

Toma de valvula
Despeje:

0.0031 — 0.0047 in.
(0.08 —0.12 mm)

Valvula de escape
Despeje:

0.0051 — 0.0067 in.
(0.13-0.17 mm)

Sistema de puesta a
tierra de CA:

Flotante neutral

Regulador de voltaje:

Digital

Tipo de alternador:

Iman permanente

Temperatura ambiente
maxima:

104°F (40°C)

Certificaciones:

- EPA
- CARB
+ CSA Group

* Contenido de etanol del 10% o menos. NO use E15 o

E85.
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LA SEGURIDAD

LA SEGURIDAD

DEFINICIONES DE SEGURIDAD

Las palabras PELIGRO, ADVERTENCIA, PRECAUCION
y AVISO se utilizan en este manual para resaltar
informacion importante. Asegurese de que todos los que
operan, realizan mantenimiento o se encuentran cerca del
generador conozcan el significado de esta informacion de
seguridad.
Aparece este simbolo de alerta de
seguridad con la mayoria de las
declaraciones de seguridad. Eso
significa atencion, mantente alerta, tu
la seguridad esta involucrada! Por
favor lea y Cumplir con el mensaje
que sigue el simbolo de alertas de
seguridad.

Indica una situacion peligrosa que, si no se evita,
provocara la muerte o lesiones graves.

Indica una situacion peligrosa que, si no se evita,
podria provocar la muerte o lesiones graves.

i

Indica una situacién peligrosa que, si no se evita,
podria provocar lesiones leves o moderadas.

AVISO

Indica una situacion que puede causar danos
al generador, propiedad personal y / o el medio
ambiente, o hacer que el equipo funcione
incorrectamente.

Note: Indica un procedimiento, practica o condicion que
se debe seguir para que el generador funcione de
la manera prevista.
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SIMBOLOS DE SEGURIDAD Y
SIGNIFICADO

Siga toda la informacion de seguridad contenida en este
manual y en el generador.

Descripcion

Simbolo de alerta de seguridad

Riesgo de electrocucion

Peligro de asfixia

Peligro de quemaduras. No toque
superficies calientes.

Peligro de descarga eléctrica

Peligro de incendio

>R

)
i

Mantenga una distancia segura

Y
!

Peligro de levantamiento

Leer las instrucciones del fabricante

No operar en condiciones de humedad

Riesgo de incendio y electrocucién. No lo conecte
al sistema eléctrico de un edificio a menos que el
generador y el interruptor de transferencia se hayan
instalado correctamente y la salida eléctrica haya sido
verificada por un electricista calificado. La conexion
debe aislar la energia del generador de la energia de la
red publica y debe cumplir con todas las leyes y codigos
eléctricos aplicables.

Riesgo de electrocucion. Nunca use el generador en un
lugar mojado o hiumedo. Nunca exponga el generador
a la lluvia, nieve, rocio de agua o agua estancada
mientras esté en uso. Proteja el generador de todas
las condiciones climaticas peligrosas. La humedad
o el hielo pueden provocar un cortocircuito u otro mal
funcionamiento en el circuito eléctrico.

B>




LA SEGURIDAD

LAS INSTRUCCIONES DE SEGURIDAD

Uselo solo EN EXTERIORES |

LEJOS de ventanas,_pue_nas y
conductos de ventilacion.

PRECAUCIONES GENERALES DE
AVISO SEGURIDAD

Instale detectores de monoéxido de carbono a bateria o

detectores de monéxido de carbono enchufables con

respaldo de bateria en las areas habitables.

* Nunca use el generador para alimentar equipos de
apoyo médico.

+ No opere el generador cuando esté cansado o bajo la

A P E LI G RO influencia de drogas, alcohol 0 medicamentos.

Usar un generador en interiores PUEDE MATARLO EN + No use el generador con cables eléctricos gastados,
MINUTOS. El escape del generador contiene mondxido deshilachados, desnudos o dafados.
de carbono. Este es un veneno que no se puede ver ni

« Todas las herramientas y artefactos eléctricos

oler. operados con este generador deben estar debidamente
conectados a tierra mediante el uso de un tercer cable

o tener doble aislamiento.
+ Cuando este generador se utiliza para suministrar
- un sistema de cableado de un edificio, un electricista
NUNCA lo use dentro de Uselo solo EN EXTERI- calificado debe instalar el generador y conectarlo a un
una casa o garaje, ORES y lejos de ventanas, interruptor de transferencia como un sistema derivado
AUNQUE las puertas y puertas y conductos de por s'eparadq de acuerdo con NFPA 70, Cédigo

ventanas estén abiertas. | ventilacion. Eléctrico Nacional.

« Si comienza a sentirse enfermo, mareado o débil
mientras usa el generador, muévase al aire fresco
INMEDIATAMENTE. Consulte a un médico, ya que
puede sufrir una intoxicacion por monéxido de carbono.
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LA SEGURIDAD

- Uselo solo EN EXTERIORES vy lejos de ventanas,
puertas y conductos de ventilacibn segun lo
recomendado por los Centros para el Control y la
Prevencion de Enfermedades del Departamento
de Salud y Servicios Humanos de EE. UU. Su casa
especifica y / o las condiciones del viento pueden
requerir una distancia adicional.

+ Durante la operacion y almacenamiento, mantenga al
menos 5 pies de espacio libre en todos los lados del
generador, incluido el techo. Deje que el generador se
enfrie un minimo de 30 minutos antes de almacenarlo.
El calor creado por el silenciador y los gases de escape
puede ser lo suficientemente caliente como para
causar quemaduras graves y / o encender objetos
combustibles.

+ No toque el silenciador ni el motor. Estan muy
CALIENTES y causardn quemaduras graves. No
coloque partes del cuerpo ni ningin material inflamable
o combustible en el camino directo del escape.

« Siempre retire cualquier herramienta u otro equipo de
servicio utilizado durante el mantenimiento lejos del
generador antes de operar.

+ Evite el contacto de la piel con aceite de motor o
gasolina. Use ropa y equipo de proteccion. Lave toda
la piel expuesta con agua y jabén.

SEGURIDAD DEL COMBUSTIBLE

+ Almacene el combustible en un recipiente aprobado
para gasolina.

+ No fume al llenar el generador con gasolina.

+ No permita que el tanque de gasolina del generador se
desborde al llenarlo.

+ Apague el motor y déjelo enfriar durante cinco minutos
antes de agregar gasolina o aceite al generador.

* Nunca quite la tapa de combustible cuando el
generador esté funcionando. Apague el motor y deje
que la unidad se enfrie por lo menos cinco minutos.
Retire la tapa de combustible lentamente para liberar
la presion, evitar que el combustible se escape por
la tapa y evitar que el calor del silenciador encienda
los vapores de combustible. Apriete bien la tapa de
combustible después de repostar.

+ Limpie el combustible derramado de la unidad.
+ Nunca intente quemar el combustible derramado.

* Nunca llene demasiado el tanque de combustible.
Deje espacio para que el combustible se expanda.
El llenado excesivo del tanque de combustible puede
provocar un desbordamiento repentino de gasolina y
provocar que la gasolina derramada entre en contacto
con superficies CALIENTES.

+ EI combustible derramado puede arder. Si se
derrama combustible sobre el generador, limpie
cualquier derrame inmediatamente. Deseche el trapo
correctamente. Deje que el area de combustible
derramado se seque antes de operar el generador.

+ Use proteccion para los ojos mientras reposta.
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* Nunca use gasolina como agente de limpieza.

+ Almacene cualquier recipiente que contenga gasolina
enun areabien ventilada, lejos de cualquier combustible
o fuente de ignicion.

GASOLINAY VAPOR DE GASOLINA (GAS)

Riesgo de incendio y explosién. La gasolina es altamente
explosiva e inflamable y puede causar quemaduras
graves o la muerte.

+ En caso de un incendio de gas, no intente apagar la
llama si la valvula de combustible esta en la posicion
de gas. La introduccion de un extintor en un generador
con una valvula de combustible abierta podria crear un
peligro de explosion. El gas tiene un olor distintivo, esto
ayudara a detectar posibles fugas rapidamente.

+ Los vapores de gas pueden provocar un incendio si se
encienden.

+ Lagasolinairrita la piel y debe limpiarse inmediatamente
si entra en contacto con la piel.

Al arrancar el generador:
+ Asegurese de que la tapa de combustible, el filtro de

aire, la bujia, las lineas de combustible y el sistema de
escape estén colocados correctamente.

+ Siderrama gasolina en el tanque, deje que se evapore
completamente antes de operar.

+ Asegurese de que el generador esté sobre una
superficie plana antes de operar.

Al transportar o reparar el generador:

+ Desconecte el cable de la bujia para evitar un arranque
accidental.

Al almacenar el generador:

+ Almacene lejos de chispas, llamas abiertas, luces
piloto, calor y otras fuentes de ignicion.

+ No almacene gas cerca de hornos, calentadores de
agua o cualquier otro aparato que produzca calor o
tenga encendido automatico.



LA SEGURIDAD

ETIQUETAS Y CALCOMANIAS DE SEGURIDAD
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Safe Operating
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A CAUTION ,4

HOT “« SUPERFICIES SURFACES Operate, store, and transport on firm level e
SURFACES CALIENTES CHAUDES Do not rest on exhaust panel. Tilting can cause fuel

spillage.

Opere, almacene y transporte sobre una superficie firme
y nivelada. No descanse sobre el panel de escape.
La inclinacion puede provocar un derrame de combustible.

. Utilisez, stockez et transportez sur une surface plane et

. ferme. Ne vous appuyez pas sur le panneau d'échappe-

Serial Number [Fims ment. Linclinaison peut provoguer un déversement de
Number :268850 carburant.

WARNING: Generator exhaust contains carbon monoxide,

Read owners manual before using or performing maintenance
on this product. Failure to follow the instructions and safety
precaunons in this manual can resut n serlous Injury or death.

[\ WaRNNG: Cancer and reproductive harm -
wew PBSWamings cs.goviproduct
NERNSE"EN“ Cancer et problemes de
s 0y odct Do not operate in wet conditions. Electrical shock may resuft

ADVERTENCU: Cncary ot o e 1
r govproduct and could be fatal!

FOR ELECTRICAL EQUIPMENT ONLY

SOLO PARA EQUIPO ELECTRICO

POUR MATERIEL ELECTRIQUE
SEULEMENT

A DANGER A PELIGRO A DANGER

Using a generator indoors grimuiz?eﬁirl‘)rgeesnerador U'I‘_!ISF," un Qggéuﬂ?‘ew y — 3 e ’ = ", : V & m
3 a linterieur uel Is flammable which can cause burns resulting in deal
ngn:r‘:l‘;?eg:a‘:‘s:“c‘o"n?;ﬁss MORIRA EN VOUS TUER EN or serious injury. Allow engine to cool at least 2 minutes OO NOT OVERFILL
: : POCOS MINUTOS. | QUELQUES MINUTES. " before refueling. Do not add fuel above red maximum fill ring Gal
carbon monoxide. Thisis a | El eszape del Les gaz d'échappement N sl ah
poison you cannot see or smell. | generador contiene | du générateur evanedaitielio ahotormnning gensrator | | 12.8L
’c“aorgg:EOEdseun fnog‘rfgn%znéedgarbone El combustible es inflamable, lo que puede provocar quemaduras y
veneno que no tiene | Crost uyn qaz toxique provocar la muerte o lesiones graves. Deje que el motor se enfrie por USE FUEL STABILIZER
.@ ®- olor ni se puede ver. | invisible et inodore. lo menos 2 minutos antes de repostar. No agregue combustible por OR TORAGE
«~ NUNCA lo use + NE JAMAIS utiliser encima del anillo de llenado maximo rojo. Nunca agregue combustible
NEVER use Only use dentro de una casa | a l'intérieur d'une a un generador caliente o en funcionamiento. UHLISEZ ”Nfgﬁ:"L"Es;;gng&cmsu”m
inside a home | OUTSIDE and | 0 daraje, AUN silas | maison ou d'un garage, EL USO DEL ESTABILIZADOR DE COMBUSTIBLE
or garage, far away from ggg%aasbyievr?anslanas l"eﬂs:‘eﬁésl‘:elaesss%?\qes et Le carburant est inflammable, ce qui peut provoquer des brilures PARA EL ALMANCENAMEIENTO
EVEN IF doors | windows, + S6lo Uselo EN ouvertes. entrainant la mort ou des blessures graves. Laisser le moteur refroidir B o NI OCTANE
and windows doors, and EXTERIORES y - Utiliser UNIQUEMENT au moins 2 minutes avant de faire le plein. N'ajoutez pas de carburant 87 OCTANO MINIMUM
are open. vents. lejos de ventanas, | & FEXTERIEUR et loin au-dessus de I'anneau de remplissage maximum rouge. N'ajoutez & 87 OCTANO MINIMO
guertaily dgﬁtos desﬁn{gtres portes et jamais de carburant a un générateur chaud ou en marche
e ventilacion. ventilations

MANUAL START ELECTRIC START REMOTE START
Inicio manual | Début manuel anque eléctrico Inicio remoto | Démarrage
4 distance
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COMPONENTES

COMPONENTES
COMPONENTES DEL PANEL DE CONTROL
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Receptaculo NEMA 5-20R duplex de 120 voltios
CA, 20 amperios: El receptaculo puede suministrar
un maximo de 20 amperios.

. Terminal de tierra: El terminal de tierra se utiliza para

conectar a tierra externamente el generador.

Salidas de funcionamiento en paralelo:

Se puede conectar un generador inversor
Westinghouse compatible para obtener una salida
de potencia adicional.

Centro de datos LED: Muestra el tiempo de
funcionamiento restante (F), la potencia de salida en
kW (P), el nivel de combustible en litros (L), la salida
de voltaje (V) y las horas de vida Util.

. Restablecimiento de sobrecarga: El inversor

del generador apagara automaticamente todas
las salidas de CA para proteger el generador si se
sobrecarga o si hay un cortocircuito en un aparato
conectado.

Puertos USB: Salida USB de dos puertos 5V /
2.1A. Acepta enchufes USB tipo A.

LED de aceite bajo: Indica un nivel de aceite bajo.
Cuando el nivel de aceite en el carter cae por debajo
del limite de funcionamiento seguro, el indicador
de nivel de aceite bajo se iluminara y el generador
apagara automaticamente el motor.

LED de sobrecarga: Indica que el generador esté
sobrecargado.

LED de salida lista: Se ilumina cuando el
generador esta funcionando normalmente. Indica
que el generador estd produciendo energia
eléctrica en los receptaculos.
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13.

14.

15.

16.

17.

18.

19.

Interruptor selector de combustible: Se utiliza para
seleccionar la operacion de gas o propano.

Indicador de energia: Indica que la energia esta
encendida, la luz permanecera encendida mientras la
unidad esté encendida.

Puerto de carga de la bateria: Se utiliza para cargar
la bateria con el cargador de bateria incluido.

Disyuntor principal: El disyuntor principal controla
la salida total de todas las salidas para proteger al
generador de sobrecargas o cortocircuitos.

Modo Eco: El modo Eco minimiza el consumo de
combustible y el ruido ajustando las RPM del motor al
minimo requerido para la carga actual.

Boton de arranque / parada: Presione una vez
para arrancar el motor automaticamente. Presione
nuevamente para detener el motor.

Interruptor de bateria: Enciende y apaga la bateria.
Debe estar ENCENDIDO antes del arranque eléctrico
0 remoto.

Disyuntor de CA de 20 amperios: El disyuntor
limita la corriente que se puede suministrar a través
del receptaculo NEMA 5-20R a 20 amperios.
Disyuntor de 30 amperios de CA: El disyuntor
limita la corriente que se puede suministrar a través
del receptaculo NEMA TT-30 a 30 amperios.
Receptaculo NEMA TT-30R de 120 voltios CA,
30 amperios: El receptaculo puede suministrar un
maximo de 30 amperios.



COMPONENTES

COMPONENTES DEL GENERADOR

1. Tapa de combustible: Agregue aqui combustible 6.

sin plomo.

2. Cubierta de servicio del motor:
motor,

proporciona acceso al
carburador y bujia.

La cubierta 7.
fitro de aire,

Ruedas de transporte: Las ruedas permiten la
maniobrabilidad con una sola mano cuando se
utilizan con el asa extensible.

Mango extensible: Extienda y retraiga el mango
presionando el botén de bloqueo.

Asas de transporte: Las asas integradas permiten

10.

un transporte facil para dos personas.

CENTRO DE DATOS LED

11.

Mango de retroceso: Tire del mango de retroceso
para arrancar manualmente el motor.

Panel de control: El panel de control contiene las
salidas y los controles operativos.

Cubierta de acceso al aceite: La cubierta
proporciona acceso a la tapa de llenado de aceite /
varilla de medicion y al tapén de drenaje de aceite.

Cubierta de acceso a la bateria: La cubierta
brinda acceso a la bateria y al enchufe de conexién
rapida.

Silenciador y parachispas: El parachispas evita
que las chispas salgan del silenciador.

Etiqueta de informacion del modelo: Proporciona
el numero de serie del modelo, voltaje / amperios e
informacion sobre la clasificacion de potencia.

Los LED de combustible restante y de porcentaje de potencia de salida se muestran continuamente. Presione el
botén Mode para recorrer los modos de visualizacion de datos.

% Salida de
potencia

% Combustible
restante

DIGITAL DATA CENTER
centREDE DONNEES RUMERIGUES

FX F'/mw ._EXL

Lifv

Boton de modo

Visualizacién de datos

i

’ 'l“ '

R

( =0
TS

s bl

Tiempo de ejecucién
restante:

Muestra el tiempo
restante con el nivel de
combustible actual y la
potencia de salida.

Nivel de combustible:
Muestra el nivel de
combustible actual en
litros.

Potencia de salida:
Muestra la potencia
eléctrica de salida a los
receptaculos en
kilovatios.

YR
WSS

O
l al 2

Voltaje:

muestra la salida de
voltaje actual del
inversor.

Horas de vida util:
Muestra el tiempo total
de funcionamiento del
inversor.
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MONTAJE

MONTAJE

Peligro de peso. Siempre tenga ayuda cuando levante
el generador.

1. Abra la caja con cuidado.

N

. Retire y guarde el manual de instrucciones, la botella
de aceite, el embudo de aceite, la manguera de GLP
/ propano, la llave de tubo de bujia y el cargador de
bateria.

w

. RRetire y deseche los materiales de embalaje.

H

. Despliegue la parte superior de la bolsa de plastico que
encierra el generador.

(3]

. Corte con cuidado las esquinas verticales de la caja
para acceder al generador.

D

. Recicle o deseche los materiales de embalaje
correctamente.

CONTENIDO DE LA CAJA

+ Manual de usuario

+ Guia de inicio rapido / Programa de mantenimiento
+ Manguera de GLP / propano con regulador

+ Llavero de arranque remoto (adjunto al arrancador de
retroceso)

+ Botella de 0.63 cuartos de galon (0.6 litros) de aceite
SAE 10W-30

+ Cargador de bateria
+ Llave de tubo para bujias

+ Embudo de aceite

Si falta alguna pieza, comuniquese con nuestro
equipo de servicio en service@wpowereqd.com o llame
al 1-855-944-3571.

LLENADO DE ACEITE INICIAL

AVISO

ESTE GENERADOR SE HA ENVIADO SIN ACEITE. No
intente arrancar o arrancar el motor antes de que haya
recibido el servicio adecuado con el aceite recomendado.
No agregar aceite de motor antes de arrancar resultara
en dafios graves al motor.

AVISO

El uso de aceite de 2 tiempos / ciclo u otros tipos de
aceite no aprobados puede causar dafos graves al
motor que no estan cubiertos por la garantia.

El tipo de aceite recomendado incluido para uso tipico es
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aceite de motor 10W-30. Si hace funcionar el generador
en temperaturas extremas, consulte la siguiente tabla.

Tipo de aceite de motor recomendado

-28.9 -17.8 -6.7 4.4 15.6 26.7 37.8 48.9
Temperatura ambiente

E-zo 0 20 40 60 80 | 100 | 120

1. En una superficie nivelada, retire la cubierta de acceso

al aceite y la varilla medidora de aceite.

2. Usando el embudo y el aceite suministrados, agregue

aceite en el motor.

Note: Como el aceite residual de la fabrica puede

permanecer en el motor, agregue el aceite
gradualmente cerca del final de la botella para
evitar sobrellenar el motor. Consulte Comprobacién
del nivel de aceite del motor en la seccion
Mantenimiento.

3. Reemplace la varilla medidora de aceite y apriete a

mano.

4. Reemplace la tapa de acceso al aceite.

COMBUSTIBLE

Riesgo de incendio y explosion. Nunca use un
recipiente de gasolina, tanque de gasolina o cualquier
otro elemento de combustible que esté roto, cortado,
rasgado o dafado.

Riesgo de incendio y explosion. No llene demasiado
el tanque de combustible. Llene solo hasta el anillo de
llenado rojo ubicado en el filtro de malla de combustible
en el tanque. El sobrellenado puede hacer que el
combustible se derrame sobre el motor y cause un
riesgo de incendio o explosion.




MONTAJE

Riesgo de incendio y explosion. Nunca reposte el
generador con el motor en marcha. Siempre apague
el motor y deje que el generador se enfrie durante dos
minutos antes de repostar.

AVISO

No utilice combustible E15 o E85
en este producto. La garantia no
cubre los dafos al motor o al equipo
causados por combustible viejo o el
uso de combustibles no aprobados
(como mezclas de etanol E15 o
E85). Utilice Unicamente gasolina sin
plomo que contenga hasta un 10%
de etanol.

REQUISITOS DE COMBUSTIBLE
+ Gasolina sin plomo, fresca'y magra, de 87 a 93 octanos.

+ Se acepta hasta un 10% de etanol (gasohol) (cuando
esté disponible; se recomienda combustible sin etanol).

* NO use E85 o E15.
+ NO use una mezcla de gaséleo.

+ NO modifique el motor para que funcione con
combustibles alternativos.

+ NO cargue combustible en interiores.

+ NO cree una chispa o llama mientras reposta.
USANDO ESTABILIZADOR DE COMBUSTIBLE

Agregar un estabilizador de combustible (no incluido)
extiende la vida util del combustible y ayuda a prevenir la
formacion de depositos que pueden obstruir el sistema de
combustible. Siga las instrucciones de uso del fabricante.

Siempre mezcle la cantidad correcta de estabilizador de
combustible con gasolina en un recipiente de gasolina
aprobado antes de cargar combustible al generador. Haga
funcionar el generador durante cinco minutos para permitir
que el estabilizador trate todo el sistema de combustible.

LLENADO DEL TANQUE DE COMBUSTIBLE

1. Apague el generador y deje que se enfrie durante un
minimo de dos minutos antes de cargar combustible.

2. Coloque el generador en un terreno nivelado en un area
bien ventilada.

3. Limpie el area alrededor de la tapa de combustible y
retire la tapa lentamente.

Llene el tanque Unicamente con un recipiente de
gasolina aprobado. Asegurese de que el recipiente de
gasolina esté limpio por dentro y en buenas condiciones
para evitar la contaminacién del sistema de combustible.

Agregue lentamente el combustible recomendado. No
llene demasiado. Llene solo hasta el anillo de llenado
maximo rojo en el filtro de malla de combustible visible en
el cuello de llenado.

Tapa de combustible

Maximo

Filtro de pantalla Nivel de combustible

4. Instale la tapa de combustible. Apriete hasta que se
escuche un clic.

AVISO

El combustible puede dafar la pintura y el plastico.
Tenga cuidado al llenar el tanque de combustible. Los
dafos causados por el combustible derramado no estan
cubiertos por la garantia.

AVISO

Limpie los residuos del filtro de malla de combustible
antes y después de cada repostaje. Quite el filtro de
malla de combustible comprimiéndolo ligeramente
mientras lo saca del tanque de combustible.
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MONTAJE

CONECTAR LA BATERIA

1. Empuje hacia abajo la pestafia de la tapa de acceso a
la bateria y tire de la tapa hacia adelante para quitarla.

Acceso a la bateria
Pestana de cubierta

2. Verifiqgue que la correa de goma de la bateria esté
asegurando firmemente la bateria en su lugar. Si esta

suelta, tire de la correa y enganchela en la base de
montaje.

Note: Sila correa esta suelta detras de la bateria, retire la
bateria, vuelva a conectar la correa, reemplace la
bateria y luego pase la correa debajo de los cables
de conexién rapida de la bateria.

Correa de bateria /

Base de montaje

3. Un enchufe de bateria de conexién rapida esta
preinstalado en el bateria. Retire la brida que sujeta los
enchufes y luego presione firmemente para conectarlos.

I Enchufe de conexion rapida

4. Alinee las pestafias en la parte inferior de la tapa de
acceso a la bateria con la caja del generador y luego
presione para reinstalar la cubierta.

Note: Elgenerador esta equipado con unafunciénde carga
de bateria. Una vez que el motor esta funcionando,
una pequefia carga recargara lentamente la bateria.
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OPERACION
UBICACION DEL GENERADOR

Lea y comprenda toda la informacién de seguridad antes
de encender el generador.

A PELIGRO

Usar un generador en interiores PUEDE MATARLO EN
MINUTOS. El escape del generador contiene mondxido
de carbono. Este es un veneno que no se puede ver ni
oler.

NUNCA lo use dentro de
una casa o garaje,
AUNQUE las puertas y
ventanas estén abiertas.

Uselo solo EN EXTERI-
ORES y lejos de ventanas,
puertas y conductos de
ventilacion.

NUNCA opere el generador dentro de un edificio, incluidos
garajes, soétanos, espacios de acceso, cobertizos,
cerramientos o compartimentos, incluido el compartimiento
del generador de un vehiculo recreativo.

Riesgo de electrocucion. Nunca use el generador en un
lugar mojado o himedo. Nunca exponga el generador
a la lluvia, nieve, rocio de agua o agua estancada
mientras esté en uso. Proteja el generador de todas
las condiciones climéticas peligrosas. La humedad
o el hielo pueden provocar un cortocircuito u otro
mal funcionamiento en el circuito eléctrico. El uso de
un generador o aparato eléctrico en condiciones de
humedad, como lluvia o nieve, o cerca de una piscina
o sistema de rociadores, o cuando sus manos estan
mojadas, puede resultar en electrocucion.

Peligro de incendio. Utilice el generador uUnicamente
sobre una superficie solida y nivelada. Operar el
generador en una superficie con material suelto,
como arena o recortes de césped, puede hacer que el
generador ingiera desechos que podrian bloquear las
rejillas de ventilacién o el sistema de admision de aire.
Deje que el generador se enfrie durante 30 minutos
antes de transportarlo o almacenarlo.

TEIl generador debe estar en una superficie plana y
nivelada en todo momento (incluso cuando no esté en
funcionamiento). El generador debe tener al menos 5 pies
(1,5 m) de espacio libre de todo material combustible.

No opere el generador en la parte trasera de un SUV,
caravana, remolque, caja de camion (regular, plana o
de otro tipo), debajo de escaleras, cerca de paredes
o edificios, o en cualquier otro lugar que no permita el
enfriamiento adecuado del generador y / o silenciador. NO

contenga generadores durante el funcionamiento.

Peligro de asfixia. Coloque el generador en un area bien
ventilada. NO coloque el generador cerca de conductos
de ventilacion o entradas donde los gases de escape
puedan entrar en espacios ocupados o confinados.
Considere cuidadosamente las corrientes de aire y
viento cuando coloque el generador.

TOMA DE TIERRA

Peligro de choque. No conectar a tierra correctamente
el generador puede provocar una descarga eléctrica.

El neutro del generador esta unido al bastidor. Hay
un conductor permanente entre el generador (cable
del estator) y el marco. Si este generador se utilizard
Unicamente con un cable y equipo de enchufe conectados
a los receptaculos montados en el generador, el Codigo
Eléctrico Nacional no requiere que la unidad esté
conectada a tierra. Sin embargo, otros métodos de uso del
generador pueden requerir conexion a tierra para reducir
el riesgo de descarga eléctrica o electrocucion.

Antes de usar el terminal de tierra, consulte a un electricista
calificado, inspector eléctrico o agencia local que tenga
jurisdiccién sobre los codigos u ordenanzas locales que
se aplican al uso previsto del generador.

Utilice inicamente cables de extension, herramientas y
electrodomésticos de 3 clavijas con conexion a tierra, 0
herramientas y electrodomésticos con doble aislamiento.

OPERACION A GRAN ALTITUD

La potencia del motor se reduce cuanto mas alto se
opera sobre el nivel del mar. La produccién se reducira
aproximadamente un 3,5% por cada 1000 pies de aumento
de altitud desde el nivel del mar.

Serequiere un ajuste de gran altitud para el funcionamiento
a altitudes superiores a los 2000 pies. (762 m). El
funcionamiento sin este ajuste provocara una disminucién
del rendimiento, un mayor consumo de combustible y
un aumento de las emisiones. Operaciéon del motor en
altitudes por debajo de 2000 pies. (762 m) con el kit para
gran altitud no se recomienda.

No opere el generador en altitudes inferiores a 2000
pies. (762 m) con el kit de gran altitud instalado. Pueden
producirse dafios en el motor.

Kit de carburador de gran altitud: Parte# 518913-01
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INICIO REMOTO

Verifique que el area alrededor del generador esté
despejada antes de arrancar el generador a distancia.

El llavero de arranque remoto incluido con el generador
debe estar conectado a la palanca de retroceso o al
panel de control. Si su unidad se envi6 sin un llavero,
comuniquese con el servicio al cliente de Westinghouse.

El generador se puede encender de forma remota desde
hasta 99 pies (30 metros) utilizando el llavero de encendido
remoto.

Note: A medida que se agoten las baterias del llavero de
encendido remoto, la distancia operativa disminuira.
Baterias de repuesto remotas: (2) CR2016

Control remoto de repuesto: Parte# 130172

REPROGRAMACION DEL ARRANQUE REMOTO

Si se reemplaza el llavero de encendido remoto o
necesita volver a emparejarse con el generador, siga este
procedimiento.

1. Gire el interruptor de la bateria del generador a la
posicion ON.

2. Mantenga presionado el boton de ENCENDIDO /
APAGADO durante 10 segundos y luego suéltelo. La
luz indicadora de inicio parpadeara en verde.

Interruptor Botén de Indicador
de bateria encendido / apagado de inicio

T3¢

3. Presione el botén ON en el llavero de encendido remoto.
Se emparejara con el generador automaticamente y la
luz indicadora de arranque del generador dejard de
parpadear.

START
AC/CA 120V 20A  |NDICATOR
5-20R

Luz de activacion
co——

\\ del llavero
lOFF “o— Boton de apagado
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INTERRUPTOR DE LA VALVULA DE
COMBUSTIBLE

Gire el selector de combustible completamente hacia la
derecha para operar con gasolina.

Gire el selector de combustible completamente hacia la
izquierda para cerrar la valvula de combustible.

PERIODO DE RODAJE

Para un rodaje adecuado, no exceda el 50% de los vatios
de funcionamiento nominales (1850 vatios) durante las
primeras cinco horas de funcionamiento.

Varie la carga de vez en cuando para permitir que los
devanados del estator se calienten y enfrien y ayuden a
asentar los anillos del piston.

FRECUENCIA DE USO

Si el generador se utilizara de forma poco frecuente
o intermitente (mas de un mes antes del préximo uso),
consultelas seccionesde Mantenimientoyalmacenamiento
de la bateria de este manual para obtener informacién
sobre el deterioro de la bateria y el combustible.

ANTES DE ARRANCAR EL GENERADOR

+ Verifique que el generador esté colocado en un lugar
seguro y apropiado.

+ Asegurese de que el generador esté sobre una
superficie seca, plana y nivelada.

+ Verifique que el motor esté lleno de aceite.
+ Verifique que todas las cargas estén desconectadas.

Riesgo de incendio y explosion. NO mueva ni incline el
generador durante el funcionamiento.
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ARRANCAR EL MOTOR: GASOLINA

1. Verifique que haya combustible en el tanque de
gasolina.

2. Ponga el selector de combustible en funcionamiento
con gasolina.

3. Empuje el interruptor de la bateria a la posicién ON.
4, Elija el método de inicio:

a. Arranque de retroceso: Agarre firmemente y
tire lentamente de la manija de retroceso hasta
que sienta una mayor resistencia, luego tire
rapidamente.

b. Arranque remoto: Mantenga presionado el boton
de ENCENDIDO en el llavero de arranque remoto
durante un segundo.

c. Arranque con botén pulsador: Mantenga pulsado
el boton de arranque del motor durante dos
segundos.

PARAR EL MOTOR

1. Apague y desenchufe todas las cargas eléctricas
conectadas. Nunca arranque ni detenga el generador
con dispositivos eléctricos enchufados o encendidos.

2. Deje que el generador funcione sin carga durante varios
minutos para estabilizar las temperaturas internas del
motor y el generador.

3. Mantenga presionado el botén de ENCENDIDO /
APAGADO durante un segundo o presione APAGADO
en el llavero de encendido remoto durante un segundo.

4. Empuje el interruptor de la bateria a la posicion
APAGADO.

Note: Si el motor no se utilizara durante mas de un mes,
consulte la seccion Almacenamiento para conocer
los procedimientos correctos de almacenamiento
del motor y el combustible.

MODO ECO

Siempre encienda el generador con el MODO ECO
APAGADO. Deje que la velocidad del motor se estabilice
y que el LED de SALIDA LISTA se ilumine antes de
encender el MODO ECO.

Note: No utilice el MODO ECO cuando esté en
funcionamiento en paralelo con otro generador
Westinghouse.

El MODO ECO minimiza el consumo de combustible y el
ruido ajustando las RPM del motor al minimo requerido
para la carga actual.

Encienda el MODO ECO cuando encienda pequefios
electrodomésticos con cargas continuas, como una
computadora o luz eléctrica.

APAGUE EL MODO ECO cuando encienda grandes
cargas de sobretensién, como un aire acondicionado o
una bomba eléctrica.

Para encender el MODO ECO, verifique que el LED de
SALIDA LISTA esté iluminado en verde, luego empuje el
interruptor a la posicion ENCENDIDO. Si no hay carga,
las RPM del generador bajaran a la velocidad de ralenti.
El generador detectara cargas a medida que se apliquen
y aumentara las RPM del motor.

Para hacer funcionar el generador a maxima potencia y
RPM, presione el interruptor MODO ECO a la posicion
APAGADO.

DISYUNTORES DE CA

Los disyuntores se apagaran automaticamente si hay
un cortocircuito 0 una sobrecarga significativa del
generador en cada receptaculo. El disyuntor principal se
apagara automaticamente si la carga combinada de los
receptaculos excede los 31 amperios.

Si un disyuntor de CA se APAGA automaticamente,
verifique que el aparato esté funcionando correctamente y
que no exceda la capacidad de carga nominal del circuito
antes de reiniciar el disyuntor de CA en ON.

")

Tropezo

== Empujar para

reiniciar
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SOBRECARGA RESTABLECER

El generador apagara automaticamente todas las salidas
de CA para proteger al generador en caso de sobrecarga
0 si hay un cortocircuito en un aparato conectado. Sin
embargo, el motor seguira funcionando. La sobrecarga
marginal que ilumina temporalmente el LED de
SOBRECARGA puede acortar la vida util del generador.

SOBRECARGA en el panel de control se iluminara en rojo
y la SALIDA LISTA verde estara APAGADA.

OVERLOAD OUTPUT READY
SOBRECARGA CORRIENTE LISTO
SURCHARGE SORTIE PRET

O O

RESET

Para restaurar la salida de CA:

1. Apague y desenchufe todas las cargas eléctricas
conectadas.

2. Presione el boton RESET en el panel de control hasta
que el LED de SOBRECARGA se apague y el LED de
SALIDA LISTA se ilumine.

3. Reinicie el disyuntor si estda APAGADO.

4. Verifique que las cargas de sobretensibn y de
funcionamiento previstas no superen la capacidad del
generador.

5. Vuelvaaconectarlas cargas eléctricas secuencialmente,
permitiendo que el generador se estabilice después de
conectar cada carga.

CAPACIDAD DEL GENERADOR

No sobrecargue la capacidad del generador. Exceder
la capacidad de vataje / amperaje del generador puede
danar el generador y / o los dispositivos eléctricos
conectados a él.

Asegurese de que el generador pueda suministrar
suficientes vatios continuos (en funcionamiento) vy
de sobretension (arranque) para los elementos que
alimentara al mismo tiempo.

Se deben considerar los requisitos de energia total (voltios
X amperios = vatios) de todos los aparatos conectados.
Los fabricantes de electrodomésticos y herramientas
eléctricas suelen incluir informacion de clasificacién cerca
del modelo o nimero de serie.
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Para determinar los requisitos de energia:

1. Seleccione los elementos que alimentard al mismo
tiempo.

2. Sume los vatios continuos (en funcionamiento) de estos
articulos. Esta es la cantidad de energia que debe
producir el generador para mantener los elementos
en funcionamiento. Consulte la tabla de referencia de
potencia en la pagina siguiente.

3. Calcule cuantos vatios de sobretension (arranque)
necesitara. La sobretension de vatios es la breve
rafaga de energia necesaria para poner en marcha
herramientas o aparatos con motor eléctrico, como
una sierra circular o un refrigerador. Debido a que no
todos los motores arrancan al mismo tiempo, los vatios
de sobretension totales se pueden estimar agregando
solo los elementos con los vatios de sobretension
adicionales mas altos al total de vatios nominales del
paso 2.

Ejemplo:
Herramienta o aparato Ejecucion Watts de
de Watts * arranque*
TV (tipo de tubo) 300 0
Refrigerador RV 180 600
Radio 200 0
Ligera (75 vatios) 300 0
Cafetera 600 0
1580 600
Total Wiatts iniciales
Ejecucion de més altos *
Watts *
Vatios totales en funcionamiento 1580
Watts iniciales mas altos + 600
Total de vatios iniciales necesarios 2180

* Las potencias indicadas son aproximadas. Verifique la potencia real.

GESTION DE ENERGIA

Para prolongar la vida util del generador y los dispositivos
conectados, tenga cuidado al agregar cargas eléctricas al
generador. No debe haber nada conectado a las salidas del
generador antes de arrancar el motor. La forma correcta y
segura de administrar la energia del generador es agregar
cargas secuencialmente de la siguiente manera:

1. Sin nada conectado al generador, arranque el motor
como se describe en este manual.

2. Enchufe y encienda la primera carga, preferiblemente la
carga mas grande que tenga.



OPERACION

3. Permita que la salida del generador se estabilice (el
motor funciona sin problemas y el dispositivo conectado
funciona correctamente). Riesgo de incendio y electrocucion. Nunca use cables de

extension gastados o dafados. Los cables de extension

danhados o sobrecargados podrian sobrecalentarse,

formarse un arco y quemarse y provocar la muerte o

lesiones graves.

6. Repita los pasos 4 y 5 para cada carga adicional. Antes de conectar un aparato de CA o un cable de
alimentacion al generador:

4. Enchufe y encienda la siguiente carga.

5. Nuevamente, permita que el generador se estabilice.

Referencia de potencia

Watts de Watts * Use cables de extension, herramientas y
. funcionamiento iniciales electrodomésticos de tres clavijas con conexion a
Herramienta o aparato ; : Aot
estimados * estimados * tierra, o herramientas y electrodomeésticos con doble
aislamiento.
Luces incandescentes (4 + Asegurese de que la herramienta o el aparato estén
. . 300 0 -~ . .
cantidades x 75 vatios) en buenas condiciones de funcionamiento. Los
TV (tipo de tubo) 300 0 electrodomestlcosocqbles de allmentaplor_l defectuosos
] pueden crear una posible descarga eléctrica.
Bomba de sumidero i o o
(1/3 hp) 800 1300 + Asegurese de que la clasificacion eléctrica de la
, herramienta o aparato no exceda la potencia nominal
Refrigerador o congelador 700 2200 del generador o del receptaculo que se esta utilizando.
Bomba de pozo (1/3 hp) 1000 2000 ~ 2
Radio 200 0 TAMANO DEL CABLE DE EXTENSION
Taladro (3/8 *, 4 amperios) 440 600 Ut|||ce”un|car.nente cables de extension de 3 cIayuas con
_ ) conexion a tierra marcados para uso en exteriores que
Sierra circular ) o o
1400 2300 estén clasificados para la carga eléctrica.
(Servicio pesado, 7-1 / 4%)
Sierra de inglete (10°) 1800 1800 Total Calibre minimo, clasificado para exteriores
Sierra de mesa (10°) 2000 2000 Amperaje | Hasta50 FT (15M) Hasta 100 FT (30 M)

* Las potencias indicadas son aproximadas. Verifique la potencia real.

CABLES DE EXTENSION

Peligro de asfixia. Los cables de extension que llegan
directamente ala casa aumentan el riesgo de intoxicacion Hasta 20A
por mondxido de carbono a través de las aberturas. Si
se utiliza un cable de extension que llega directamente
a su casa para alimentar elementos de interior, existe el

. . . . o Hasta 30A
riesgo de intoxicacion por mondxido de carbono para las

Hasta 10A

personas dentro de la casa. Utilice siempre detectores
de monoxido de carbono a bateria que cumplan con los
estandares de seguridad UL 2034 actuales cuando haga
funcionar el generador. Compruebe periédicamente la

bateria de los detectores. OPERACIéN EN PARALELO

Peligro de asfixia. Cuando opere el generador con
cables de extension, asegurese de que el generador
esté ubicado en un area abierta al aire libre, al menos a
20 pies (6 m) de los espacios ocupados con el escape
apuntando hacia afuera.

Hasta 35A

Riesgo de incendio y electrocucién. Nunca conecte ni
desconecte los cables del cable paralelo cuando esté
funcionando un generador.
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4. Encienda el segundo generador y espere hasta que el
LED de SALIDA LISTA se ilumine antes de conectar

La conexion correcta de los cables izquierdo y derecho es una carga.
muy importante, especialmente cuando los generadores
se utilizan con un interruptor de transferencia para

suministrar energia a un edificio. Para evitar lesiones
personales graves o dafos a los dispositivos eléctricos, [ 6. Desenchufe todas las cargas antes de detener los

5. Conecte cargas adicionales como se describe en la
seccion Administracién de energia.

incluidos los generadores, no intente alimentar un generadores.
sistema eléctrico en un edificio sin usar un interruptor de
transferencia aprobado. TRANSPORTE

La conexion a un generador que no es compatible puede Peligro de peso. Siempre tenga ayuda cuando levante
causar una salida de bajo voltaje que puede danar las el generador.

herramientas y los electrodomésticos alimentados por . ] o
el generador. + Deje que el generador se enfrie un minimo de 30

minutos antes de transportarlo.

La operacion en paralelo le brinda la capacidad de ]
conectarse a un generador inversor Westinghouse ° Reemplace todas las cubiertas protectoras en el panel

compatible con el cable paralelo incluido para un de control del generador.
funcionamiento combinado y una salida de potencia - Utilice Unicamente las manijas fijas del generador

maxima. para levantar la unidad o sujetar cualquier restriccion

. . . de carga, como cuerdas o correas de sujeciéon. No
También es compatible un cable paralelo Westinghouse intente levantar o asegurar el generador sujetandose a
507PC (se compra por separado). Este cable se puede ninguno de sus otros componentes.

comprar en un distribuidor autorizado de generadores

Westinghouse. + Mantenga la unidad nivelada durante el transporte para

minimizar la posibilidad de fugas de combustible o, si
Los generadores Westinghouse compatibles sin puertos es posible, drene el combustible o haga funcionar el
paralelos se pueden operar en paralelo con el cable motor hasta que el tanque de combustible esté vacio
paralelo montado en receptaculo, Parte # 260041. antes del transporte.

+ Las ruedas del generador solo estan disefiadas para el
AVISO transporte manual. Las ruedas no son adecuadas para

NO use el MODO ECO durante el funcionamiento
en paralelo si esta alimentando grandes cargas de
sobretension, como un aire acondicionado o una bomba
eléctrica. Es posible que las rpm del motor no se ajusten
lo suficientemente rapido para satisfacer los requisitos
de alto voltaje de las grandes cargas de sobretension,
causando danos a los dispositivos o los generadores.

1. En ambos generadores, asegurese de que el interruptor
de combustible y el interruptor de MODO ECO estén en
la posicion APAGADO.

2. Conecte dos cables paralelos a las salidas paralelas del
primer generador, luego conecte los cables opuestos a
las salidas paralelas del otro generador.

Note: Si alimenta dispositivos directamente desde los
generadores (no conectados al interruptor de
transferencia de un edificio), no necesita hacer
coincidir los cables izquierdo / derecho con las
salidas paralelas del generador.

3. Encienda uno de los generadores y espere hasta que
se encienda el LED OUTPUT READY.
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remolcar el generador dentro o fuera de la carretera.

Utilice el asa extensible para el transporte manual por
una sola persona. Para desplegar el mango, presione
el boton de bloqueo y tire del mango hasta que esté
completamente extendido. Para guardarlo, presione el
botén de bloqueo y empuje el mango hasta que esté
completamente retraido. Solo extienda o retraiga la
manija mientras el generador esté APAGADO, parado
y descansando sobre una superficie horizontal. No use
la manija extensible para levantar el generador por
completo del suelo, remolcarlo o darle la vuelta.

Peligro de incendio. No apague
completamente el generador. Se pueden
producir fugas de combustible o aceite
y se pueden producir dafos en el
generador.




MANTENIMIENTO

MANTENIMIENTO
PROGRAMA DE MANTENIMIENTO

El mantenimiento regular mejorard el rendimiento y
extendera la vida til del generador. Siga los intervalos
horarios o de calendario, lo que ocurra primero. Se
requiere un servicio mas frecuente cuando se opera en
condiciones adversas como se indica a continuacion.

Antes de cada uso

Revise el aceite del motor

Después de las primeras 25 horas o el primer

mes

Cambia el aceite del motor

Después de 50 horas o cada 6 meses

Cambiar el aceite del motor !
Filtro de aire limpio?

Después de 100 horas o cada 6 meses

Inspeccione / limpie el parachispas
Inspeccione / limpie la bujia
Reemplace el filtro de combustible 3
Inspeccione / ajuste el juego de valvulas ®

Después de 300 horas o cada aino

Reemplace la bujia
Reemplazar filtro de aire

1 Cambie el aceite cada mes cuando opere bajo carga
pesada o en altas temperaturas.

2 Limpie con mas frecuencia en condiciones de
suciedad o polvo. Reemplace el filtro de aire si no se
puede limpiar adecuadamente.

3 Recomiende que el servicio lo realice un distribuidor
de servicio autorizado de Westinghouse.

PIEZAS DE REPUESTO PARA
MANTENIMIENTO

Descripcion Numero de pieza

Filtro de aire de espuma 5691

Arandela de presién del tapén | 94007

de drenaje de aceite

Supresor de chispas 6790

Bateria 511019

Bujia 97109 - F7RTC
Filtro de combustible 516401

CUBIERTA DE SERVICIO DEL MOTOR

Quite la cubierta de servicio del motor para acceder al filtro
de aire, carburador y bujia. Quite los tornillos de la cubierta
y luego tire de la cubierta hacia afuera con ambas manos
para evitar dafios en los postes de ojal de la cubierta.

Tornillos de cubierta (5x)

Postes de oiales internos a presion

MANTENIMIENTO DEL FILTRO DE AIRE

Peligro de incendio. Nunca use gasolina u otros
solventes inflamables para limpiar el filtro de aire. Utilice
Unicamente jabon detergente doméstico para limpiar el
filtro de aire.

El filtro de aire debe limpiarse cada 50 horas de uso o
cada seis meses (la frecuencia debe aumentarse si el
generador se opera en un ambiente polvoriento).Place the
generator on a level surface and allow the engine to cool
for several minutes.

1. Retire la tapa de servicio del motor.

2. Gire las perillas de la tapa del filtro de aire a la posicion
desbloqueada. Incline la cubierta hacia abajo para
quitarla.

Note: El elemento del filiro de aire esta empapado en
aceite. Utilice un recipiente de limpieza adecuado.
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